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TEAC tr (xrc2 REMOTE CONTROL UNIT 1 2
i :|
MENU P LOCK
I 10
H ©
5 |
SHIFT ENTER E @
6] [17

MEMO IN
=)
=

1=

T o o

MEMO LED
3 MENU (MAIN/PARAMS/FILE/REC COND/SYSTEM
)
4 P.LOCK 3 [P.LOCK]
3
SHIFT+ P.LOCK LX
SHIFT+ P.LOCK
5 ()
6 SHIFT
7 ENTER
8 STOP REC FWD PAUSE
EVENT
9 « ( )
ID
» o ) : ID(
)
EVENT
10 LX DIGITAL CONTROL
11 MEMO IN
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2.1

1. LX IEEE 1394 LAN

2. LX DIGITAL CONTROL

3. Lx MEMO IN

4. LX <System loading> <Communicating with LX-10. Please Wait...>
MAIN

LX

LX AR-LXPAL/AR-LXPA2

MAIN
03/09/01 18:45:59 READY RC P.LOCK

PeakCirj Memo JMoni.ChjSample | Range Fan
ON
0.000000

P.LOCK
SHIFT

MAIN 3. MAIN

( LX-20 LX-10
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2.2
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MAIN READY DRIVE READY

PARAMS

SYSTEM

PeakCirj] Memo JMoni.Chj]Sample § Range Fan
Tacho OFF NOME 18k 1CH ON

) [ERO 0.000000
L]

4. MAIN MENU
ENTER
SHIFT MENU

ENTER

[MAIN]

PARAMS /

FILE

REC COND

SYSTEM
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2.3

REC/STOP/FWD/PAUSE/EVENT/MENU/P.LOCK/ «/ »

[ ]

ENTER

REC

FWD

FWD

STOP

PAUSE

EVENT

SHIFT
( 8.2 Misc

+ EVENT
)

P.LOCK

3

LX

SHFT
(

+ P.LOCK

8.4 Unit Set )

MENU

SHIFT

+ MENU

»

«

SHIFT

+ »

SHIFT

+

NININS

EVENT

+ »

EVENT

+

(5/10/30/60  30/60/90
)

EVENT
( 8.2 Misc

+

(5710730760 30/60/90

)

EVENT
( 8.2 Misc
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31

3.2

1. x FILE ®

2. PARAMS
) [Sampling]

3. FiLE 6 ) [New File]
4. rec
5. Fp MAIN

6. sTop
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) [Format]

G ) SYSTEM G

@ )

3 FILE (6 ) [Save File]

7. mo FILE 6 ) [Eject]

PC

1. LX

2. FILE (6 ) [Open File]
3. FwD MAIN

4. MO FILE
PC

LX

FWD

PAUSE <REPSTANDBY>

FWD

FILE (6 ) [Save File]

8 96
96 Hz 48 Hz

MO

@)

6 ) [Eject] MO

FWD

MAIN [Sample]
REPSTANDBY

Repeat Continue

PC
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4. MAIN

MAIN
MAIN
ID
4.1 MAIN
LX
030901 18:45:59 READY RC P.LOCK
M
/
rpeak(:lr Memo JMoni.Ch | Sample | Range Fan LX-10
Tacho OFF HOME 18K 1CH ON |
m [ERIO 1 | 0.000000

[Tacho] ENTER
[Tacho] [Bar] [Bar] ENTER

[Tacho]/[Bar] LX-10

[ 03/05/19 09:53:23 | RECSTANDBY | DRIVE READY

Tacho CH A pulse(total)

8378.000000 | count| |
Tacho CH B rpm

|_3504.480000 rom |

000 ODD DO 00: 00

LX-20
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READY: LX IDLE <READY>

RECSTANDBY: LX IDLE REC

<RECSTANDBY>

REC: REC + FWD <REC>

REPRO: FILE IDLE REPSTANDBY
FWD <REPRO>

REPSTANDBY: ID  (»)/ID («)

<REPSTANDBY> FWD <REPRO>

ENTER

PeakClr

ENTER
SHIFT ENTER

Memo

[Counter]

ENTER ON/OFF
ENTER

Memo SHIFT+ENTER

SHIFT+ENTER ENTER
Main

Moni.Ch

ENTER
NONE
ENTER

Sample

[Series]

ENTER
ENTER

ENTER
ENTER

Sample SHIFT ENTER LX-20

ENTER
SHIFT ENTER
Main

Range

ENTER

Fan

ENTER ON/OFF
ENTER OFF
10

Tacho/Bar

ENTER [Tacho] [Bar] LX-20
Tacho: ENTER

Bar: ENTER

LX-20
SHIFT  + ( A

SHIFT +
32 - 1 16( 8 1
8 ) - 17 R
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4.2

REC LX
FWD STOP

+ -

| Z Z
| 03/05/19 10:07:2 | DRIVE READY

PeakCir § Memo JMoni.ChjSample | Range Fan

Tacho OFF NONE 48k 1CH ON
X RN ] | 0.000000

001 |.000 |00:00:23

ENTER

03/05/19 10:08:21 REC DRIVE

PeakCir§ Memo JMoni.ChjSample § Range Fan

Tacho OFF NONE 48k 1CH ON
X [ENO) ] | 0.000000

P |

00:00:11

FILE FWD LX
STOP

<READY>

+/- 100%
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4.3
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LX-20
[Tacho]/[Bar] LX-20
1
03/05/19 10:07:26 REC DRIVE READY

PeakCir§] Memo JMoni.ChjSample | Range Fan
1CH | ON

AR

Tacho
DEV: MEMORY

001 | 000 |00:00:23]
[Tacho] ENTER
(A B)

 03/05/19 09:53:23 | RECSTANDBY | DRIVE READY

Tacho CH A pulsetatal)

|_5378.000000 [count|

Tacho CHB rpn
| 3504480000 [ rom |

Peakcir| Memo monichlsample| Range | Fan | Lo
| NONE | 48k | 1CH | ON | °

DEV: MERMORY FILE:LX20_ Y 8378.00000
[ —

"000 | 000

[Bar] ENTER

Page 13




4.4

MAIN
PARAMS

1. [Range]

2. ENTER

[ 010727 16:42:13 READY DRIVE READY

PeakCir| Memo jMoni.Chj Sample RIEB Fan

| 010727 16:42:17 READY DRIVE READY

PeakCir| Memo jMoni.Chj Sample RIEB Fan

5. ENTER

6. SHIFT + ENTER

ENTER
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I 5. PARAMS

51

1. man MENU

2. [PARAMS] ENTER PARAMS

_Auto Range | b |

SHIFT

[SHIFT]+[ » ]=Next
[SHIFT]+[ « ]=Prev
SHIFT

Auto Range .’ [SHIFT]+[}] = Next
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5. ENTER

03/05/20 17:18:20 READY DRIVE READY

H3
Range 2
Ch Hame LX-20_DC100K
v
Unit Change | IR

Ch Same Set | 857

CANCEL

6 . ENTER
ENTER ([Range]

03/05/20 17:18:24 READY DRIVE READY

Range
Ch Hame
Unit
Unit Change

Ch Same Set

CANCEL

([Ch Name] [Unit] ) <ASCII INPUT>
ENTER [OK] ENTER
SHIFT <UPPER> <lower> <UPPER> <lower>

03/05/20 17:18:40 READY DBRIVE READY

LX-20_DC1aaK - ASCH INPUT

[SHIFT]
UPPER
SHIFT <lower>

1
4
i
0

7. [Unit Change]
[Unit Change] ENTER

[Coefficient]
[Offset]
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03/053/20 17:19:20 READY DBRIVE READY

Unit Change
Coefficient
1V = 1.00000000 W

ENTER <NUMBER INPUT>
ENTER [OK] + ENTER [CANCEL] + ENTER
MENU
8. [Ch Same Set]
03/05:20 17:19:M1 READY DRIVE READY

H3
Range 2V
Ch Name LX¥-20_DC100K
L'
Unit Change

Ch Same Set

CANCEL

OFF

ALL

ABOVE

BELOW

[OK] ENTER
[CANCEL] ENTER
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( :PA Balance

) ENTER

1. Params [SLOT SET] ENTER

2. ENTER
[03/05:20 13:34:05|  READY | DRIVE READY

BalUnbal Balance

HPF OFF
TEDS Info

CANCEL

ato ronge | b |

Unbalance

Bal/Unbal Balance Unbalance
HPF
TEDS Info TEDS TEDS
3 . ENTER
4. [OK] ENTER
[CANCEL] ENTER
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MO PC
1. rarams [Auto Range] ENTER
2. <Communicating with LX-10. Please Wait..>
LX REC LED
3. [STOP] ENTER STOP
([Auto Range] )
MAIN
1. [PeakClr] SHIFT SHIFT
[PeakClIr] [AutoRg]
[ 03/09/01 18:45:59 READY DRIVE READY

AutoRg | Memo jMoni.ChjSample | Range Fan

Tacho OFF NOHNE 48K
[ [FRIO 1 |

1CH ON
0.000000

000 ODD 00:00:00 sz

2. ENTER [AutoRg] [Stop]

3.

[Stop] [PeakClr]

ENTER STOP
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53

1. Paravs

2. Lx

3 . [Stop]

ENTER

[»]

[»]

[Stop]

ENTER
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54 PA

PA
PA

1. man
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PA

MENU

[PARAMS] ENTER

ENTER

03/05/20 17:15:26 READY DRIVE READY

CH1

0.316V

3 LX-20_PAZAMP
BT v
1.00000000 ©

oc
0K

DC

PARAMS

CANCEL
Range
Ch Name
Unit
Unit Change
Coupling DC AC
PA Current
MIC Set A FLAT (AR-LXPA2
)

Ch Same Set OFF:

ALL:

ABOVE:

BELOW:
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TEDS
AR-LXPA1/AR-LXPA2

TEDS(Transducer Electronic Data

Sheet)
1. PARAMS [SLOT SET] ENTER
2. [TEDS Info] ENTER
[03/05:26 09:20:53 |  READY DRIVE READY
Update : ' ke
1 0.107009) vVins-2 TEAC
2 0.026203 ViPa Bruel & Kjaer
3
4
Li]
6 0.099995) Vims-2 || The Modal Shop
7
g D.010165) Yins-2 Bruel & Kjaer
APPLY CANCEL
TEDS
Sens.
Unit
Manufacturer

03/05/26 09:18:35 READY DRIVE READY
Update - ' ks
1
2
3
4
5
6
7
8
APPLY CANCEL
4. [Update] ENTER
TEDS
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6. ENTER
ENTER /
[03/05/26 09:21:06 |  READY DRIVE READY
Update : D3 Infu
1 0.107000] Vims-2 TEAC
2 0.026203 ViPa Bruel & Kjaer
3
4
5
6 0.099995] vims-2 | The Modal Shop
7
g 0.010165) Yins-2 Bruel & Kjaer
APPLY CANCEL
7. TeDs
TEDS [Update]
TEDS <TEDS Info>
8. [APPLY] ENTER (
) TEDS
[CANCEL] ENTER
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55 ST

ST ST DC

ST

1. man MENU

2. [PARAMS] ENTER PARAMS

Zero Balance

Auto Range

ENTER

ST

040316 20:16:02 READY DRIVE READY

CH1
1)
Range Tmvns
Ch Hame LX-20_5T1
myny

Unit Change [ HLT 0.000000
SCF Set Pass
Bridge Supply [ (117
Ch Same Set [ 1275

CANCEL

Mode ST DC

Range SYSTEM MISC. Strain
Unit(8.2 )

Ch Name

Unit

Unit Change

SCF Set

Bridge Supply

Ch Same Set OFF:
ALL:
ABOVE:
BELOW:
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DC

04/03/16 20:16:15 READY DRIVE READY
CH1

DC

| Range |11

LX20_ST1
_unit [

Unit Change [~ 0.000000

SCF Set Pass
Bridge Supply
Ch Same Set | 9/F7

OK CANCEL

Mode ST DC

Range

Ch Name

Unit

Unit Change

SCF Set

Bridge Supply DC OFF

Ch Same Set OFF:
ALL:
ABOVE:
BELOW:

Misc Page 46
ST [OK] + ENTER

01/07/27 16:12:37 READY DRIVE READY

& Zero balance Failed

OK |

Bridge Supply | (11
Ch Same Set | 9/F7

CANCEL
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1. van MENU

2. [PARAMS] ENTER

[04/03/16 19:45:24 |  READY | DRIVE READY

VA ST Pass 0w 00 |
VA ST [Pass 0w 00 |
VA ST Pass 0w 00 |
VA ST Pass 0| 00 |
VA ST Pass 0w 00 |
| Passowl 0
Passow| 0

Eassimow

ST

10

10
|_Auto Range | » |

[
N
| 5 |
| 6 |
8

3 . [Zero Balance] ENTER
<Result>

[04/03/16 19:47:12|  READY | DRIVE READY

fero Balance

Result

NN
HEEEE

4. AL ENTER

ENTER

5. [sTART] ENTER

0. <Result> <Ok>

PARAMS

NG

7 . [CLOSE] ENTER PARAMS
Main
[Fan] SHIFT ENTER
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f6rLeE

FILE
1. van MENU

2. [FILE] ENTER FILE
| 03/05/20 17:20:03 READY DRIVE READY

-REC FILE INFO.-
Device MEMORY
Dir
File L¥20_

-PLAY FILE INFO.-

Device MEMORY
Dir
File Lx20_001

New File

Open File

Save File LX

Format

Eject

MO

Delete File (MO PC )

REC FILE INFO.

LX

Device MEMORY
Dir

File LX20_

Prefix <LX20 >

PLAY FILE INFO.

Device MEMORY

LX

Dir

File LX20_001

FWD

<LX20_001>
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6.1 New File

LX
FILE [New File] ENTER
[ 01/07:27 16:41:42 READY | DRIVE READY

SAVE DIR SELECT

Lii@_DIR

Li28_DIR

<

Comment

CANCEL

NEW DIRECTORY

>

Pagel1/1]

ENTER a. ENTER
b. <ASCIl INPUT>
ENTER
[OK] + ENTER [CANCEL] +
ENTER MENU
Media PC . MEMORY/PCCARD
MO : MEMORY/MO DISK
‘a
SaveMedia NONE/PCCARD( MO)
NONE
‘a
[Media] <MEMORY>
Dir
ENTER
[Media] <PCCARD> <MO> <NEW DIRECTORY>
b
SaveDir b
[SaveMedia] <PC CARD> <MO>
File b
Prefix Prefix
ID
Comment b
128
CANCEL
OK
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6.2 Open File
LX
FILE [Open File] ENTER
[03105/20 17:21:59 | READY | DRIVE READY

Open File

UOL [MEMORY 1

LX208_001 85/28-17:23
L¥20_002 85,/20-17:23
LX208_883 B5/28-17:23
LX20_004 85/20-17:23
LX208_885 85/28-17:23
LX20_005 L¥20_006 B5/20-17:23
LX20_807 85,26-17:24
Single LX20_908 B5/20-17:24
LX20_009 85/20-17:24
CANCEL Pagel1/2]

MEMORY

ENTER ENTER

Media PC : MEMORY/PCCARD

MO : MEMORY/MO DISK

s a
Dir
[Media] <PCACARD> <MO> ENTER
File
ENTER
SHIFT ENTER
( )

Mode Single: <READY>

Repeat: Open

STOP

Continue: Open

Open ID

ID
STOP
Repeat

CANCEL
OK
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6.3 Save File

03/09/01 18:34:30

READY

DBRIVE READY

Filelnfo

Start
Stop
Scan
Size
Sample
Channel
Memo

03/09/01 18:35:58
03/09/01 18:36:07

454272
6.93MEvte
48kHz

8
OFF

Comment <L¥-20=

ENTER

[OK] ENTER MAIN
LX
FILE [Save File]
LX ENTER
[03/05:20 17:22:56 |  READY | DRIVE READY

Save File

Lx20_001

LXDIR

CANCEL

UOL [MEMORY 1

LizB_@aai
Liz28_@aa2
LizB_8a3
Liz28_aa4
Liz2B_8as
Li28_#A86
Liza_aa?
LizB_0as
Liz28_aae

BA5.-20-17:23
Bs-28-17:23
B5.-20-17:23
As/280—-17:23
B5.-20-17:23
B5.-20-17:23
B5.-20-17:24
B5.-20-17:24
As - 20—17:24

Page[1/2]

ENTER

b. <ASCII INPUT>

ENTER

ENTER
[OK] + ENTER [CANCEL] +
ENTER MENU
File ‘a
Save Dir
ENTER
<NEW DIRECTORY>
b
CANCEL
OK
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6.4 Format

FILE [Format] ENTER

03/05720 17:23:06 | READY | DRIVE READY

Media Format

LMDAT

CANCEL

Delete File L¥20_D05

ENTER b. <ASCIl INPUT>
ENTER
[OK] + ENTER [CANCEL] +

ENTER MENU
Media
LX
ENTER
Volume b
CANCEL
OK <Proceed with format?>

[YES]+ENTER

[NOJ+ENTER MEDIA FORMAT
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6.5 Eject

MO LX PC
FILE [Eject] ENTER
03/05/21 14:34:21 READY | DRIVE READY

New File -REC FILE INFO.-

Ejecting media.
Is it all right?

Device MEMORY
Dir

Delete File File L¥20_001

<Ejecting media. Is it all right?> [YES]+ENTER MO LX
[NOJ+ENTER FILE
6.6 Delete File
(MO PC ) (FILE <-REC FILE INFO.->
)
REC
FILE [Delete File] ENTER
03/05/20 17:25:46 |  READY | DRIVE READY

Delete File

hir : L¥20_DIR
File : L¥20_002
CANCEL
Delete File L¥20_005
[CANCEL] ENTER
[OK] ENTER
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7. rec conp
REC COND
LX
1. MENU
2. [REC COND] ENTER REC COND
[03/05:20 17:26:42 |  READY DRIVE READY

IECIITE Reveat

Trig.Level

-REC COMDITION-
Start Cond. LEVEL
Stop Cond. EXT.
Repeat 2
Pre Trig. SCAN

REC CONDITION

Start Cond. LEVEL

Stop Cond. EXT.

Repeat 2

Pre Trig. SCAN

3.

Mode

Pre/Post /

Trig.Level
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7.1 Mode

REC COND [Mode]

[Mode] <Repeat>

ENTER

ENTER

ENTER

Mode

Repeat: [Repeat Count]

Start Cond

Manual:
Level:
External:
Level&Ext.:

Stop Cond

Manual:
Level:
External:
Level&Ext.:

Timeout (Sec)

<NUMBER INPUT>

ENTER

[OK] + ENTER

[CANCEL] + ENTER MENU
Repeat Count <NUMBER INPUT>

ENTER [OK] +

ENTER

[CANCEL] + ENTER MENU
Rec Time <Timer Setting>

SHIFT

ENTER ENTER
CANCEL
OK

Page 34




[Mode] <Interval>

ER-LXRC2 Instruction Manual 2006.04

ENTER ENTER
Mode Interval: [Interval Time]
Start Time < >
SHIFT ENTER
ENTER
Rec Time <Timer Setting>
SHIFT
ENTER ENTER
Interval Time <Timer Setting>
SHIFT
ENTER ENTER
Repeat Count <NUMBER INPUT>
ENTER [OK] +
ENTER
[CANCEL] + ENTER MENU
CANCEL
OK
Interval
[03/05:20 17:27:12|  READY DRIVE READY

Trigger

Interval

Start Time

Rec Time Ho Setting

Interval Time | R0
Repeat Count | |

CANCEL

2003/05/20 17:26:57
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7.2 Pre/Post

REC COND [Pre/Post] ENTER
[Mode] <Repeat>
<Interval> ENTER
ENTER ENTER
Pre/Post Disable:
/ / Enable:

<Disable>

[Pre/Post] <Enable>

ENTER

Start PreTrig

<NUMBER INPUT>

ENTER [OK] +
ENTER
[Scan/Sec] [CANCEL] + ENTER MENU
Scan/Sec Scan:
Sec:
Stop PostTrig <NUMBER INPUT>
ENTER [OK] +
ENTER
[Scan/Sec] [CANCEL] + ENTER MENU
Scan/Sec Scan:
Sec:
CANCEL
OK
Pre/Post trigger
[03/05:20 17:27:43|  READY DRIVE READY

Pre/Post Set

Enable

Start PreTrig | 0]

|_Scanssec [

Stop PostTrig | 0

Scan

CANCEL
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7.3 Trig.Level

[Mode] <Repeat>
<Interval> ENTER

ER-LXRC2 Instruction Manual 2006.04

1. rec conp [Trig.Level]

03/03/10 14:36:19 READY

Start Percent Stop
liynore 1] lynore

Percent

liynore lynore

liynore lynore

liynore lynore

liynore lynore

liynore lynore

liynore lynore

liynore lynore

Logic & Count
CANCEL

2.

[SHIFT]+[ » ]=Next
[SHIFT]+[ « ]=Prev

3.

4. enTER

SHIFT

Ch
State & Percentage CH 1

| start WL
| Percent LY
T 1onore

__Percent LR
CANCEL

SHIFT

ENTER
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ENTER ENTER
Start Ignore:
Up:
Down:
Percent <NUMBER INPUT>
ENTER [OK] +
ENTER
[CANCEL] + ENTER MENU
Stop Ignore:
Up:
Down:
Percent <NUMBER INPUT>
ENTER [OK] +
ENTER
[CANCEL] + ENTER MENU
CANCEL
OK
5 . Step 4
6. [Logic & Count] ENTER
03/03113 10:50:39 | READY | DRIVE READY
7. AND
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ENTER ENTER
Start AND:
AND/OR
OR:
Count <NUMBER INPUT>
ENTER [OK]
+ENTER
[CANCEL] + ENTER MENU
Stop AND:
AND/OR
OR:
Count <NUMBER INPUT>
ENTER [OK] +
ENTER
[CANCEL] + ENTER MENU
CANCEL
OK
[OK] ENTER
[CANCEL] ENTER

Page 39




8. SYSTEM

SYSTEM ( )
1. van MENU

2. [SYSTEM] ENTER SYSTEM
||]3J"1|].-"1? 11:33:10 READY DRIVE READY

Sampling 48kHz -SYSTEM INFO.-

| Misc__| pRvisel R

Memory 6IMByte

Drive PCCARD

m Input 8Ch

Output OCh

Tacho Set
Sync Set

[Tacho Set] LX-20 LX-10
[Sync Set]

SYSTEM INFO.

Device LX-20 LX-20

Memory 63MByte 63 MB

Drive PCCARD LX PC

Input 8Ch 8

Output 0Ch 0

3

Sampling

(Band Max)

( [Unit Set] [Notation] <Band Max>
[Band Max]

Misc ON/OFF

Param Set

Unit Set

Tacho Set (LX-20 )

Sync Set (
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8.1 Sampling (Band Max)
LX

ON/OFF

ER-LXRC2 Instruction Manual 2006.04

[Unit Set] [Notation] <Band Max>

[Band Max]
(

<Band Max>

| 03105/20 17:28:25

20kH

Misc

Device
Memory

Drive

DRIVE READY

-SYSTEM INFO.-

LX-20
63MByte
PCCARD

Param Set

Unit Set
Tacho Set

SYSTEM

Input 8Ch
Output ocCh

[Sampling] ENTER

| 03105/20 17:28:50

System Set
Samp.Series

Sampling

Active Ch
Yoice Memao

Manual Cal.

CANCEL

READY | DRIVE READY

96k-1.5K
48kHz

8

OFF

Signal : NONE
Range : 5.0V

ENTER ENTER

Samp.Series LX
Sampling [Samp.Series]
Active Ch LX
Voice Memo ON:

OFF.
Moni.Set Signal:

Range:
Manual Cal.
CANCEL
OK
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Active Ch (8.5 )
16 1 32
2 ( 1
Moni.Set
<System Set> [Moni.Set] ENTER
LX-20 LX-10 <Monitor Set> [Start Freq]
03/05/20 17:29:04 READY DRIVE READY

Monitor / Generator Set

NONE

Moni.Range [RAIEY

Start Freq
Stop Freq

[Hz]
[Hz]
[sec]

[ms]

ms]
ENTER ENTER
Signal NONE:
(<CH1> ):
LX-20
sine:
sweepsine:
pulse:
pink:
white:
Moni.Range 50V 10V 01V
[Pulse Interval] LX-20
Start Freq <NUMBER INPUT>
<sine> <sweep sine> Hz ENTER
(Hz) [OK] + ENTER
[CANCEL] + ENTER MENU
Stop Freq
<sweep sine>
(Hz)
Rate
<sweep sine>
Pulse Width
<pulse>
Pulse Interval
<pulse>
OK
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LX
SYSTEM

[Misc]

ENTER

[03/05/20 17:18:24 |

READY

Speaker Out
Fan Off

Fiwd / Rew

D

Memo
NONE
REC
Ssec

Sync OFF

Strain Unit usT

Time Set
Calibration
AutoZeroBal

myns
ON
ON

Misc Set

| DRIVE READY

ER-LXRC2 Instruction Manual 2006.04

ENTER ENTER
Speaker Out Memo:
LX Data:
Fan Off NONE:
10 10min: 10
Event Search REC: (EVENT)
(EVENT) REPRO: (EVENT)
(SHIFT + EVENT ) <REPRO>
(EVENT)
200
Ffwd/Rew 5/10/30/60 30/60/90
EVENT +
EVENT +
ID Sync ON: ID
(SaveMedia 6.1 OFF: ID
ID ID
Strain Unit uST: usST
ST mV/V: mV/V
Time Set < >
LX
SHIFT ENTER
ENTER
Calibration ON:
OFF:
AutoZeroBal Enable:
ST
Disable:
CLOSE
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Event Search

03/05/20 17:18:24 READY DRIVE READY

Speaker Out [\ 0] Misc Set
Fan Off HONE

Event Search | REC
Ffwd ! Rew | REPRO

ID Sync OFF

myny
Time Set
Calibration | 2
AutoZeroBal | ]/

Ffwd/Rew

06/03/07 10:23:50 READY DRIVE READY

Speaker Out | L0700
Fan Off HONE

Ffwd ! Rew
ID Sync
Strain Unit
Time Set
Calibration
AutoZeroBal
OK

03/05/20 17:18:24 READY DRIVE READY

Speaker Out [0 Misc Set
Fan Off HONE

Crornnt Coarch

MM DD HH MM 55

Y
X o8] 23] [16] [04] [oo]

SET =[SHIFT]+[ENTER]
CANCEL =[ENTER]

AutoZeroBal | o))

Page 44



8.3 Param Set

ER-LXRC2 Instruction Manual 2006.04

2 (File1/File2)
LX 256
SYSTEM [Param Set] ENTER
03/05/20 17:18:24 READY DRIVE READY

Save & Load Parameter

Comment
PowerOn Set

LOAD
SA

LXRC2

File1 05/07/15 09:41
Param1

NONE

1. [save Media] ENTER

2. [LXRC2] LX

[MODISK]  [PC CARD] ENTER

3. [File Select] ENTER

4. x rc2 <Filel>  <File2> <None>

MODISK PC CARD ENTER

<NEW FILE> <ASCII INPUT>
[OK] ENTER

5. [Comment]

ENTER

6. [SAVE] ENTER

Step 3

7. [OK] ENTER SYSTEM
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LX

1. [save Media] ENTER
2. [LXRC2] LX

[MODISK]  [PC CARD] ENTER
3. [File Select] ENTER
4. x rc2 <Filel>  <File2> <None>
MODISK PC CARD
<NEW FILE>

[OK]
5. [Comment]
ENTER
6. [SAVE] ENTER
Step 3
7. [OK] ENTER SYSTEM
1. [Poweron Set] ENTER
2. LX (File1/File2)
<None> LX LX
3. [cLOsE] ENTER SYSTEM
LX

ENTER

<ASCIl INPUT>
ENTER

ENTER

Step2
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8.4 Unit Set
SYSTEM [Unit Set] ENTER
ENTER ENTER

Brightness 1 7 7
Contrast 1 7 7
Power Save None:

1/3/5min:
Panel Beep OFF:

ON:
Range Beep OFF:

ON:
Battery Beep OFF:
Low Battery ON:

Low Battery

Low Battery 1
Notation Sampling:

Band Max:

(

[Band Max] )
P.Lock Sync OFF:

LX | ON:

OK

[Notation] [Band Max]

(03110117 11:28:55 |  READY DRIVE READY

Brightness | -
Contrast 3

Power Save | [ilj[=

Panel Beep | 9/37

Range Beep | o°°

Battery Beep | ° ;¢
Hotation Sampling

P.Lock Sync | Band Max
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8.5 Tacho Set
A/B LX-20
SYSTEM [Tacho Set] ENTER

031017 13:03:57 READY DRIVE READY

CH A Enable Tacho Set

“ 32bit [SHIFTH[M =CH B
up

pulse{gate)

!

Threshold Lewel | 1517

Divide RHate 1
Moving Average| |
Pulse per Rev.

OK CANCEL

A B
[SHIFT] +[»] B

Active Ch (8.1 )
16 1 32

1 )
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a. ENTER
ENTER
b. <NUMBER INPUT>
Hz ENTER [OK] +
ENTER [CANCEL] + ENTER
MENU
CH A (CH B) Disable:
Enable:
s a
Bit 32hit: 32
32 16 16bit: 16
s a
Edge Up:
Down:
a
Measurement pulse (gate):
pulse (total):
period:
frequency:
rpm:
s a
Range pulse (gate)
1 255
b
period :
1m/5m/10m/50m/100m/500m/1 sec
frequency :
10/20/50/100/200/500/1k/10k/20 kHz
rpm :
1500/3000/6000/9000/12000/18000/24000 rpm
a
Threshold Level +0.5/+1/+2.5/+10/+20 V
a
Divide Rate 1 255
b
Moving Average 1 16
b
Pulse per Rev. 255
b
CANCEL
OK
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8.6 Sync Set

SYSTEM

[Sync Set] ENTER

031017 11:33:44 READY I DRIVE READY

SAp Sync Set

Tacho Set
Sync Set

1. [sync D] ENTER
2. <No> ENTER
3. [oK] ENTER SYSTEM
[Sync ID] <NO>
OFF
4
1
1. ON
2. SYSTEM [Sync Set] ENTER
3. [sync ID] ENTER
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4. <ID:2 Slave> <ID:4 Slave>
ID
2 ( 1 ) <ID:2 Slave>
3 <ID:2 Slave> <ID:3 Slave>
0311017 11:33:37 READY | DRIVE READY

Tacho Set
Sync Set

5. EnTeER
6. oK ENTER

7. OFF

10. system [Sync Set] ENTER
11. [sync D] ENTER

12. <ID:1 Master> ENTER

II]3J’1I]J’1? 11:33:44 READY DRIVE READY

Samp Sync Set

Tacho Set
Sync Set

13. [slave Num] ENTER
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14. ENTER

15 <Slave Check> [Slave Num]
ENTER SYSTEM
<NONE> <NG> [CANCEL]

<Slave Check>

CANCEL

Sync Set

ENTER

[OK]

Page 52



ER-LXRC2 Instruction Manual 2006.04

URL: http://www.tic.teac.co.jp/

[ ]
(FAX: 0422-52-1990)

[ ]

180-8550 3-7-3
ER-LXRC2
No.

TEL

FAX

E-mail

E-mail O

Page 53




TEAC

Page 54

INSTRUCTION MANUAL

Please read this manual before using the product, and keep this manual handy.

DISCLAIMER

TEAC disclaims all warranty, either expressed or implied, with respect to this product and the
accompanying written materials. In no event shall TEAC be liable for any damages whatsoever
(including, without limitation, damages for loss of business profits, business interruption, loss of
business information or other loss) arising out of the use of or inability to use this product.

] This product is not an approved medical device.

] The names of products that appear in this document are registered trademarks of the
respective holders.

] Specifications are subject to change without notice.

ECC Part 15

This equipment has been tested and found to comply with the limits for a Class A digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference when the equipment is operated in a commercial environment. This
equipment generates, uses, and can radiate radio frequency energy and, if not installed and
used in accordance with the instruction manual, may cause harmful interference to radio
communications. Operation of this equipment in a residential area is likely to cause harmful
interference in which case the user will be required to correct the interference at his own
expense.

Caution
Changes or modifications to this equipment not expressly approved by TEAC CORPORATION for
compliance could void the user's authority to operate this equipment.

For the customers in Europe

WARNING

This is a Class A product. In a domestic environment, this product may cause radio interference
in which case the user may be required to take adequate measures.

Pour les utilisateurs en Europe

AVERTISSEMENT

Il s'agit d'un produit de Classe A. Dans un environnement domestique, cet appareil peut
provoquer des interférences radio, dans ce cas l'utilisateur peut étre amené a prendre des
mesures appropriées.

Fur Kunden in Europa

Warnung

Dies ist eine Einrichtung, welche die Funk-Entstorung nach Klasse A besitzt. Diese Einrichtung
kann im Wohnbereich Funkstérungen versursachen ; in diesem Fall kann vom Betrieber verlang
werden, angemessene MaRnahmen durchzufiihren und dafiir aufzukommen.
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IMPORTANT SAFETY INSTRUCTIONS

CAUTION:

| | Read all of these Instructions.

| | Save these Instructions for later use.

] Follow all Warnings and Instructions marked on the product.

1) Read Instructions - All the safety and operating instructions should be read before the product is operated.
2) Retain Instructions - The safety and operating instructions should be retained for future reference.

3) Heed Warnings - All warnings on the product and in the operating instructions should be adhered to.

4) Follow instructions - All operating and use instructions should be followed.

5) Cleaning - Unplug this product from the wall outlet before cleaning. Do not use liquid cleaners or aerosol cleaners.
Use a damp cloth for cleaning.

6) Attachments - Use only manufacturer-approved attachments. The use of non-approved attachments may cause
hazards.

7) Water and Moisture - Do not use this product near water - for example, near a bath tub, wash bowl, kitchen sink, or
laundry tub; in a wet basement; or near a swimming pool; and the like.

8) Accessories - Do not place this product on an unstable cart, stand, tripod, bracket, or table. The product may fall,
causing serious personal injury and/or serious damage to the product. Any mounting of the product should follow the
manufacturer’s instructions, and should use a mounting accessory recommended by the manufacturer.

9) Ventilation - Slots and openings in the cabinet are provided for ventilation, to ensure reliable operation of the product,
and to protect it from overheating. These openings must not be blocked or covered. Keep the openings clear from
such items as; a bed, sofa, rug, or other similar obstacles. This product should not be placed in a built-in installation
such as a bookcase or rack unless proper ventilation is provided or the manufacturer’s instructions have been adhered
to.

10) Power Sources - This product should be operated only from the type of power source indicated on the marking label.
If you are not sure of the type of power supply to your home, consult your product dealer or local power company.
For products intended to operate from battery power or other sources, refer to the operating instructions.

11) Grounding or Polarization - This product may be equipped with a polarized alternating-current line plug (a plug
having one blade wider than the other). This plug will fit into the power outlet only one way. This is a safety feature.
If you are unable to insert the plug fully into the outlet, try reversing the plug. If the plug still fails to fit, contact your
electrician to replace your outlet which may be obsolete. Do not defeat the safety purpose of the polarized plug.

12) Power-Cord Protection - Power-supply cords should be routed so that they are not likely to be walked on, pinched,
pulled, or otherwise strained by items placed upon or against them. Pay particular attention to the cord ends where
the plugs exit the product and where they enter the wall outlet or power supply.

13) Lightning - For added protection during a lightning storm or prolonged periods of unuse, unplug it from the wall
outlet. This will prevent possible damage to the product due to lightning strikes or power-line surges.

14) Overloading - Do not overload wall outlets, extension cords, or integral convenience receptacles as this can result in
the risk of fire or electric shock.

15) Object and Liquid Entry - Never push objects of any kind into this product through openings as they may touch
dangerous voltage points or short-out parts that could result in a fire or electric shock. Never spill liquid of any kind on
the product.

16) Servicing - Do not attempt to service this product yourself as opening or removing covers may expose you to
dangerous voltage or other hazards. Refer all servicing to qualified service personnel.
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17) Damage Requiring Service — If damaged, unplug this product from the wall outlet and refer servicing to qualified
service personnel under the following conditions:

a) If the power-supply cord or plug is damaged.
b) If liquid has been spilled onto, or objects have fallen into the product.
c) If the product has been exposed to rain or water.
d) If the product does not operate normally by following the operating instructions. Adjust only those controls
that are covered by the operating instructions. An improper adjustment of other controls may result in further
damage and will often require extensive work by a qualified technician to restore the product to its normal
operation.
e) If the product has been dropped or damaged in any way.
) If the product exhibits a distinct change in performance.
18) Replacement Parts - When replacement parts are required, be sure the service technician has used replacement
parts specified by the manufacturer or have the same characteristics as the original part. Unauthorized substitutions

may result in fire, electric shock, or other hazards.

19) Safety Check - Upon completion of any service or repairs to this product, ask the service technician to perform
safety checks to determine that the product is in proper and safe operating condition.

20) Heat - The product should be situated away from heat sources such as radiators, heat registers, stoves, or other
products (including amplifiers) that produce heat.

Page 57



1. INTRODUCTION

1.1 Overview

1.2 Specifications

The ER-LXRC2 is a remote control unit for use exclusively with the TEAC LX series data recorder.
After connecting the ER-LXRC2 to an LX main unit, you can use the ER-LXRC2 instead of a PC to
control, monitor, and specify settings for the LX main unit.

Make sure that you carefully read the LX Series Instruction Manual before using the ER-LXRC2.

This manual is applicable to Version 1.49 or later.

Item Specifications
Display Color LCD (320 x 240 dots)
Power Provided from the LX main unit
Operating temperature 5 to 35 degrees C no condensation
Storage temperature - 20 to 60 degrees C no condensation
External dimensions 170W x 30H x 100D (mm) (excluding protruding parts
Mass Main unit: Approx. 650 g
Accessories Connection cable 5 m  Approx. 350 g
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1.3 Key and Controls

ER-LXRC2 Instruction Manual 2006.04

= =
TEAC tr (xrc2 REMOTE CONTROL UNIT 1 2
i :|
MENU P LOCK
3] [4
=]
43 |
SHIFT ENTER E
6] [7 z
9 :©
REC FWD  PAUSE  EVENT l = 11
EIC1E0 0000 ]
=) L=
No. Name Function

1 MEMO LED Lights in response to the voice level when recording voice
memos.

2 MICROPHONE Built-in microphone

3 MENU key Press to display the pull down menu (selection for
MAIN/PARAMS/FILE/REC COND/SYSTEM menu). Press again to
clear the pull down menu.

4 P.LOCK key Continuously pressing the key for at least 3 seconds lights the
[P.LOCK] at the right bottom of the LCD and locks the keys on
the remote control unit. To release the lock, continuously press
the key again for at least 3 seconds.

Press [SHIFT] + [P.LOCK] keys to lock the keys on the LX main
unit. To release the locks, press [SHIFT] + [P.LOCK] keys
again.

5 Up/Down/Left/ Press to move the green highlight cursor on the LCD and choose

Right keys a desired setting.

6 SHIFT key Press this key together with another key to select the function
displayed on the LCD.

7 ENTER key Press to apply changes in setting on the LCD.

8 Operation keys Press to record or play back recorded data. They are [STOP]
key, [REC] key, [FWD] key ,[PAUSE] key, and [EVENT] key

9 « key Move to the next or previous file.

(Previous key) Press at a stop state or at a playback state to locate the ID to
previous and then to enter to a pause state for playback.

» key Press at a playback state or a playback stop state to locate the

(Next key) ID to next (if the next file is available) and then to enter to a
pause state for playback.
Press the key together with the EVENT key to playback by
jumping to the next or previous EVENT position.

10 Use the supplied cable to connect to the DIGITAL CONTROL
connector on the LX main unit.

11 MEMO IN Attach a microphone to record voice memo.
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I 2. BASIC OPERATIONS

2.1 Preparation

1. Make sure that the LX main unit is powered off and that nothing is connected to the IEEE
1394 connector or the LAN connector.

2. Use the supplied cable to connect to the DIGITAL CONTROL connector on the LX main unit.
3. If you are going to record voice memos, attach a microphone to the MEMO IN jack.

4. Turn on the power of the LX main unit. The ER-LXRC2 LCD displays the MAIN menu after
<System loading> and <Communicating with LX-10. Please Wait...> massages are displayed.

Note:

Turn on the power of the LX main unit after connecting the ER-LXRC2 to the LX main unit. If
you reverse this order, the LX main unit will not recognize the ER-LXRC2. If you disconnect the
ER-LXRC2 while turning on the power of the LX main unit and re-connect it again, the LX main
unit will not recognize the ER-LXRC2.

03/09/01 18:45:59 READY RC P.LOCK

PeakCir§ Memo jMoni.Ch{Sample § Range Fan
ON
[: MEMORY 2 0.000000

Refer to Section 4. “MAIN MENU” for further explanations of the MAIN menu.
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2.2 Function of Each Menu
To move from the MAIN menu to a submenu:

1. Press the MENU key.

2. The pull down menu will be displayed.

READY DRIVE BREADY

/1 MAIN

PARAMS
FILE
REC COND

SYSTEM

PeakCir§] Memo JMoni.ChjSample | Range Fan
OM
0.000000

3. Move a highlight cursor indicated in blue to the desired submenu by using the up/down key,
then press the ENTER key.

4. To return from the submenu to the MAIN menu, press the MENU key to select MAIN from
the pull down menu, then press the ENTER key. Or press the MENU key while pressing the
SHIFT key.

Function of Each Menu

PARAMS This menu displays and sets parameters of the input/output amplifiers. It
supports the auto range setting.
FILE This menu sets the recording file conditions and the media related operations.

REC COND | This menu sets the recording start and stop conditions and the triggers, such as
pre trigger, post trigger, and level trigger.

SYSTEM This menu sets the sampling frequency, the number of the active channels, and
the functions of the ER-LXRC2.
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2.3 Basic Key Operations

The REC/STOP/FWD/PAUSE/EVENT/MENU/P.LOCK/«/» keys can be used during any state of
the ER-LXRC2 operations. When the LCD displays a message, only the up/down/left/right keys
and the ENTER key are available.

Operation Key Procedures Operation State
Recording standby REC key Stop
Record FWD key Recording standby
Playback FWD key Stop
Stop STOP key Record/Playback/
Recording standby
Pause PAUSE key Record/Playback
Mark EVENT key Record
Mark at Playback SHIFT key + EVENT key Playback
(See [8.2 Misc].)
Panel lock P.LOCK key, 3 seconds
LX main unit panel lock SHFT key + P.LOCK key (a user can
select this P.Lock Sync to link to the
main unit or not, explained at [8.4 Unit
Set])
Display MENU MENU key
Jump to MAIN SHIFT key + MENU key
Move to the next ID » key Stop/Playback
Move to the previous 1D « key Stop/Playback
Jump 10 IDs SHIFT key + » key Stop/Playback
Jump back 10 IDs SHIFT key + « key Stop/Playback
Search the next mark EVENT key + » key Playback
Search the previous mark EVENT key + « key Playback
Fast Forward EVENT key + Right key Playback
(Jump 5/10/30/60 seconds, | (See [8.2 Misc].)
30/60/90 minutes)
Fast Rewind EVENT key + Left key Playback
(Jump 5/10/30/60 seconds, | (See [8.2 Misc].)
30/60/90 minutes)
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3. RECORDING AND PLAYBACK BY USING ER-LXRC2

In this section, overview of recording and playback operations is explained. Refer to later
sections for further explanations on each menu.

3.1 Overview of Recording Operations
The general procedure for recording is as follows:

1. Insert a media in the LX main unit. Use the FILE menu (Section 6) to select [Format] to
format the media.

2. To change the recording conditions, set the amplifiers, and set the channels, use the
PARAMS menu (Section 5). Use the SYSTEM menu (Section 8) to select [Sampling] to set the
sampling frequency.

3. Use the FILE menu (Section 6) to select the [New File] to specify a recording device and a
file name to be used for recording.

4. Press the REC key to enter the recording standby state.
5. Press the FWD key to start recording.

6. Press the STOP key to stop recording.

If memory recording is selected at Step 3 and [Save File] is specified at the FILE menu (Section
6), a recorded data into the memory is automatically saved on to the media.

7. Eject an MO disk at the [Eject] of the FILE menu (Section 6) if you use the MO disk model
of the LX main unit. If you use a PC card, manually remove the PC card after you stop
recording.

3.2 Overview of Playback Operations
The general procedure for playback is as follows:

1. Insert the media to be played into the LX main unit.
2. Select a file to be played at the [Open File] of the FILE menu (Section 6).

3. Press the FWD key to start playback. The MAIN menu (Section 4) is automatically
displayed.

4. After stopping the playback, eject the MO disk at the [Eject] of the FILE menu (Section 6).
If you use a PC card, manually remove the PC card after you stop recording.

Press the FWD key immediately after turning on the power and without recording and playback
operation, the LX will start playback of the latest date and time file.

Press the FWD key immediately after you stop recording. The LX will start playback of the
latest recorded file.

How to Change Playback Sampling Frequency

Press the PAUSE key to go to <REPSTANDBY>, then use [Sample] on the MAIN menu. When
the playback sampling frequency is changed, the LX returns the playback start position to the
beginning of the file and enters into REPSTANDBY state.

The changed sampling frequency setting is valid until the playback stops as well as the Repeat
and Continue playback do.

When the data file which was moved to LX recording media after the being stored to LX internal
memory using FILE menu(Section6) is played , the playback sampling frequency may be over
the highest sampling frequency which can be played. In this case, the sampling frequency
becomes lower sampling frequency which can be played. (For example, when the data file
which was recorded 8channels at 96 kHz sampling is played from PC card, sampling frequency
becomes 48 kHz automatically instead of 96 kHz.
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4. MAIN MENU
The MAIN menu is displayed after turning on the power of the LX main unit. The Bar Meter is
displayed at the recording or playback state.
Information such as a file ID, mark, counter, and others are displayed.

4.1 Explanation of Main Menu

Date and time of the LX  Operation state Unit status
Cursor, the item in 030901 18:45:99 READY RC PLOCK Bar meter
green is valid for — . Over range Channel numbers are
selection or setting indicated at the

bottom.
Monitor channel is
indicated as M.

Tachometer input
Settings channel data display

Bar meter/Tachometer
(Not shown at the

display : : oo
PeakCir | Memo JMoni.ChjSample | Range Fan Y When recording, the

Tacho OFF HOKE 18k 1CH OH | usage of the media

[ERIC 1 | 0000000 is shown. At play

back, the played

File information capacity is shown.

Panel lock state

File ID Mark Counter SHIFT key
valid/invalid state

Move the cursor to [Tacho], then press the ENTER key to shift to the tachometer display.
At the tachometer display, [Tacho] changes to [Bar] to return to the bar meter display.
The LX-10 does not display [Tacho]/[Bar].

[03/05/19 09:53:23 | RECSTANDBY | DRIVE READY

Tacho CH A pulse(total)

|_8378.000000 count. |

Tacho CH B rpm

|_3504.480000 rom |

) i ORY FILE:LX LA 8378.00000
glg

"000 | 000 |00:00:00

Above tachometer input display is available only for the LX-20.
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Display

Description

Operation state

READY: Displays <READY> when the LX main unit is in the idle state.
RECSTANDBY: Displays <RECSTANDBY> when the REC key is pressed to
wait for recording start at the idle state.
REC: Displays <REC> when the REC key and the FWD key are pressed to
start recording.
REPRO: Starts playback by pressing the FWD key when the file is specified
at the FILE menu or at the idle state or the REPSTANDBY state.
REPSTANDBY: Uses the Next ID(»)/Previous ID(«¢) keys to call a file to
be played and displays <REPSTANDBY>.
playback by displaying <REPRO>.

Press the FWD key to start

File ID Displays the incremental file ID within the directory at the playback and
record state.
Counter Displays the elapsed time in the format of hours, minutes and seconds

after starting recording or playback.

Following operations can be possible at the MAIN menu.

highlight cursor to the desired item, then press the ENTER key.

Use the left/right keys to move the

Highlight Selection

Operation Procedure

PeakClIr

Press the ENTER key to clear the peak hold.
Press the ENTER key while pressing the SHIFT
key to run the auto range setting.

Memo Press the ENTER key to move to ON/OFF | Valid only at the
selection of the voice memo. Use the | stop state.
up/down keys to select then press the ENTER
key to set.

[counter] Press the SHIFT + ENTER key to search using | valid only at the
counter while playback. Uses the up/down | playback state
keys and left/right key to set the counter
value.

The counter value displayed white character is
the recorded time. Specify the value within
this recorded time.
Press SHIFT + ENTER key to set. Press
ENTER key to back

Moni.Ch Press the ENTER key to select a channel to be
monitored. NONE for no monitor output
channel selected, or select the channel by
using the up/down keys. Press the ENTER
key to set.

Sample Press the ENTER key to move to the | Valid only at the
selections of the recording sampling | stop state.
frequency. Use the up/down keys to select,
then press the ENTER key to set.

Press the ENTER key to move to the | Valid only at the
selections of the playback sampling frequency. | playback pause
Use the up/down keys to select, then press | state.

the ENTER key to set.

[Series] Press SHIFT + ENTER key to change the | Available only for
sampling series. Use up/down key to select | the LX-20
the sampling series and press ENTER key
toset. Press SHIFT ENTER key to cancel and
back to Main menu.

Range Press the ENTER key to change a channel and | Valid only at the
its range setting. stop state.

Fan Press the ENTER key to select ON/OFF of the | Valid only at the
fan operation. Use the up/down keys to | stop state.
select, then press the ENTER key to set. At OFF, stop the

fan operation for
10 minutes after
starting recording.

Tacho/Bar Pressing the ENTER key to toggle between | Available only for
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[Tacho] and [Bar].

Tacho: Press the ENTER key at the bar meter
display to change to the tachometer display.
Bar: Press the ENTER key at the tachometer
display to change to the bar meter display.

the LX-20

Change between the tachometer input
channels. SHIFT + Up/Down (Switch
between the tachometer input channel A and
the tachometer input channel B)

Available only for
the LX-20

Change among the display channel groups.
SHIFT + Left/Right 32, 1 to 16 (Default
display, 1 to 8 at 8 channel unit), 17 to 32

Displays are varied
depending on the
number of
channels.
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4.2 Recording and Playback with Bar Meter Display
Bar meter display of each channel for recording and playback is possible when the LX main unit
has the analog output amp.
Set the desired recording and playback conditions, then specify the file.
When <READY> is displayed on the operation of the LCD;
Recording

Press the REC key to go to the recording standby state by displaying the bar meter. Press the
FWD key to start recording. Press the STOP key to stop recording.

Example: Bar meter display at recording state

Peak hold
Red horizontal line: overload, Yellow horizontal line: + peak, Green horizontal line: - peak

03/03/19 10:07:26 REC DRINE READY

PeakCirj Memo JMoni.ChjSample | Range Fan

Tacho OFF HONE 48k 1CH ON
[ DEV: MEMC ' [ 0.000000

001 |000 |00:00:23

Clear the peak hold
Use the left/right keys to move the cursor to
the position, then press the ENTER key.

Lights in red when the
signal level exceeds
03/05/19 10:08:21 REC DRIVE BEAGT +/- 100%

L

PeakCir§ Memo JMoni.ChjSample § Range Fan
Tacho OFF HONE 48k 1CH ON

001 ODD 00:00:11

Playback
After selecting the file to be played at the FILE menu, press the ENTER key to start playback by
displaying the bar meter. Press the STOP key to stop playback.
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4.3 Tachometer Input Channel Data Display
Tachometer data display of each tachometer input channel (A and B) is possible when the LX-20
sets the tachometer data inputs. Note that the tachometer display is only possible when
recording, not at playback.

Remarks:
[Tacho]/[Bar] are displayed only when the LX-20 is used.

The bar meter displays one tachometer input channel (A or B) as selected.

URUDTY T0Y 256 REC [FUVE READY

DEV: MEMORY  FILE:LXTD

SHIFT + Up: displays the tachometer input channel A <A>
SHIFT + Down: displays the tachometer input channel B <B>

Move the cursor to [Tacho] by using the left/right keys, then press the ENTER key.
The display changes to the tachometer input data indicators for A and B with the digits.

| 03/05/19 09:53:23 | RECSTANDBY | DRIVE READY
Peak hold

Tacho pulse{total)

| 8376.000000  count|__|

Tacho CHB iy
| 3504480000 rem | [

Lights in red when the
signal level exceeds
100%

Peaicc] Memo tonich] Sampi] Range | _Fan

| 8378.00000
8%

"000 | 000 |00:00:00

Move the cursor to [Bar] by using the left/right keys, then press the ENTER key. The display
returns to the bar meter display.

DEV: MERORY
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4.4 Change Range Settings
You can change the range setting of each channel at the MAIN menu display.
You can also change the range settings at the PARAMS menu. (see 5.1.)

1. Move the cursor to [Range].

2. Press the ENTER key to view the following.

[01/07:27 16:42:13 | READY DRIVE READY

PeakCir | Memo jMoni.Ch § Sample Rl_ie Fan

Tacho OFF
D E‘.' MO DI'EiK

001 000 00:00: 00

3. Use the up/down keys to select the channel to be changed its range setting.

4. Use the left/right keys to select the range.
The display returns to the channel setting if pressing the up/down key.

[01/07:27 16:42:17 | READY DRIVE READY

PeakCir | Memo jMoni.Ch j Sample R@e Fan

Tacho OFF
DEV: MO DI'SiK

001 000 DD 00: 00

5. In order to make the changes enable, press the ENTER key to the channel setting display
and press the ENTER key again.

4. Press the SHIFT + ENTER keys to cancel the settings to return to the original settings.
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5. PARAMS MENU

Use the PARAMS menu to display and set the parameters of the input/output amps.

5.1 Channel Information Settings

Channel Settings

1. Press the MENU key at the MAIN menu to display the pull down menu.

2. Press the ENTER key when the cursor is located at [PARAMS] to enter the PARAMS menu.

Slot Set
Auto Range

3. Set the channel parameters of the input range and the channel name for amp slot by amp
slot.

Press the left/right keys while pressing the SHIFT key to move the channel display on each slot
when the multiple slots are used.

[SHIFT]+[ » ]=Next To the next amp slot.

[SHIFT]+[ « ]=Prev To the previous amp slot.

Or press the up/down keys while pressing the SHIFT key to move among the slots when the
cursor is located at the channel number.

Example: Multiple amp slots are used

030520 173900 READY DFIVE READY
Currently displayed slot is

show as bright gray tab.

Show how to move to other
slots.

E

[SHIFT) ] k] = Mext

4. To set the channel information, move the cursor at a desired channel number in the
displayed slot by using the up/down keys.
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5. Press the ENTER key when the cursor is located at a desired channel to display setting
information of the channel. Move the cursor to a desired setting item by using the up/down
keys.

03/03/20 17:18:20 READY DRIVE BEADY

H3
Range 2V
Ch Name L¥-20_DC100K
W
Unit Change | R RS

Ch Same Set | 077

CANCEL

6. Press the ENTER key when the cursor is located at the desired item to display the setting

selections related to the item. Select a desired setting by moving the cursor and pressing the
ENTER key to set. (Range, etc.)

03/05/20 17:18:24 READY DRIVE READY

Range
Ch Name
Unit
Unit Change

Ch Same Set

CANCEL

When the setting item requires entering alphanumeric characters (Ch Name, Unit, etc.), the
<ASCII INPUT> panel is displayed. Select desired characters by using the up/down/left/right
keys and input them by using the ENTER keys. After inputs are completed, move the cursor to
[OK], then press the ENTER key. Pressing the SHIFT key toggles between <UPPER> and
<lower> to use an uppercase letter and a lowercase letter.

D3AG20 171840 READ'Y DFIVE READY

ASCH INPLIT
ISHFT]
LFFEH
Use the SHIFT key to change

to <lower> to display the
lowercase input panel.

7. Use [Unit Change] to set the slope and offset values to write into the header file. Move the
cursor to [Unit Change], then press the ENTER key to display the setting.

Use [Coefficient] to set the slope value.
Use [Offset] to enter the offset value.
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03/05/20 17:19:20 READY DRIVE READY

Unit Change

Coefficient

1= 1.00000000 W

Offset

0 L'

CANCEL

When the cursor is located at the setting item, press the ENTER key to display the <NUMBER
INPUT> panel. Select desired numbers by using the up/down/left/right keys and input them by
using the ENTER keys. After inputs are completed, move the cursor to [OK], then press the
ENTER key. You can return to the previous without change by using [CANCEL] + the ENTER
key or the MENU key.

8. Use [Ch Same Set] to apply the same channel settings to other channels on the same amp
type.

03/05/20 17:19:01

H3
Range
Ch Name

READY

2y
L¥-20_DC100K

DRIVE READY

W
Unit Change ﬂﬂﬂﬂ 1}

Ch Same Set Al

CANCEL

OFF Do not apply the settings to other channels.

ALL Apply the settings to all other channels.

ABOVE Apply the settings to other channels higher than this channel number.
BELOW Apply the settings to other channels lower that this channel number.

9. The setting items that have been changed are shown in sky blue.

After changing the settings, move the cursor to [OK] by the up/down keys. Press the ENTER
key to apply the changes to the channel parameters.

Press the ENTER key by moving the cursor to [CANCEL] to cancel the changes.
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Slot Settings

Apply the common settings to the amp installed into the slot. (Example: Unbalance/Balance
setting on the PA amp)

In case the ENTER key is pressed on the amp and it does not have the common settings, there
is no response on the LCD.

1. Use the PARAMS menu to move the cursor to [SLOT SET] by using the up/down keys, and
then press the ENTER key.

2. Setting items are displayed. Use the up/down keys to move the cursor to a desired item,
and then press the ENTER key.

[03/05/20 13:34:05 | READY | DRIVE READY

BalUnhal Balance

HPF OFF
TEDS Info

CANCEL

ok |
|_AutoRange | » |

Bal/Unbal Select the balance input or the unbalance input.

HPF Set the high pass filter to be used.

TEDS Info Read the TEDS information of the connected sensors. See the article of
“Setting by Reading TEDS Information” explained later.

3. Setting selections on the item are displayed. Use the up/down keys to locate the cursor at
a desired selection, and then press the ENTER key.

4. After changing the settings, move the cursor to [OK] by the up/down keys. Press the
ENTER key to apply the changes to the channel parameters.
Press the ENTER key by moving the cursor to [CANCEL] to cancel the changes.
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5.2 Auto Range Function

Use the auto range function to set an appropriate input range automatically.

Remarks:

If a media is not inserted for the media recording mode to MO or PC card, the auto range
function does not work. Insert the media first to execute the auto range function

If ST Amp is used, the auto range function does not work. Set the range by manually.

If the other Amp is installed with ST Amp, the auto range function works for the amp except ST
Amp.

1. Move the cursor to [Auto Range] at the PARAMS menu by using the up/down keys, and
then press the ENTER key.

2. The message of <Communicating with LX-10. Please Wait...> is shown first, then the LX
main unit goes into the auto range measurement by showing the bar meter.  The LED on the
REC key of the LX turns on while the auto range measurement.

The auto range setting is applicable all input Amp cards installed into the LX main unit slots.

3. Press the ENTER key when [STOP] is shown or press the STOP key to stop the auto range
function to operate other functions. The display returns to [Auto Range].

Auto Range Setting At MAIN Menu

1. Move the cursor to [PeakClr] at the MAIN menu, and then keep pressing the SHIFT key.
[PeakClr] is changed to [AutoRg].

|03/09/01 18:45:59 |  READY DRIVE READY

AutoRg | Memo jMoni.Chj Sample | Range Fan

Tacho OFF NOHNE 48k 1CH ON
X 1308 ] | 0.000000

000 OOD 00:00: 00 SHIFT

2. Press the ENTER key to start the auto range measurement. [AutoRg] is changed to [Stop].

3. Press the ENTER key when [Stop] is shown or press the STOP key to stop the auto range
function to operate other functions. The display returns to [PeakClr].
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5.3 Data Monitor

ER-LXRC2 Instruction Manual 2006.04

Use the function to monitor the input signals with the bar meter slot by slot. It is convenient to
check any overload state after using the auto range.

1. At the PARAMS menu, move the cursor to [ » ] by using the up/down keys, and then press
the ENTER key.

2. The LX main unit starts monitoring the input signals with the bar meter, the display is
changed from [ » ] to [Stop].

3. Press the ENTER key when [STOP] is shown to stop the monitor function and to operate
other functions. The display returns to [ » ].

5.4 PA Amp Settings

Use the PA Amp to set to the PA mode or to the DC mode.
The following menu will be available at ER-LXRC2 remote control unit with the LX main unit
installed the PA amp.

Channel Settings

1. Press the MENU key at the MAIN menu to display the pull down menu.
2. Press the ENTER key when the cursor is located at [PARAMS] to enter the PARAMS menu.

3. To set the channel information, move the cursor at a desired channel number in the
displayed slot by using the up/down keys, and press the ENTER key.

4. The channel setting information is displayed. Move the cursor to a desired setting item by
using the up/down keys.

03/05/20 17:15:26 READY DRIVE READY

Range 0316V
Ch Hame L¥-20_PAZAMP
L'
Unit Change [~ Sl S
Coupling DC
PA Current | &]37
MIC Set FLAT

Ch Same Set | 57
CANCEL

CH1

Range Set the input range. The unit to be used here can be selected at the MISC.
Strain Unit of the SYSTEM menu (Refer 8.2).

Ch Name Set the channel name.

Unit Set the coefficient unit.

Unit Change Set the slope and offset value on the channel.

Coupling Select the DC or AC coupling.

PA Current Select to apply the power supply to the sensor or not.

MIC Set Select the weighting, A, C or FLAT. (Only applicable for the AR-LXPA2)

Ch Same Set OFF: Do not apply the settings to other channels.

ALL: Apply the settings to all other channels.

ABOVE: Apply the settings to other channels higher than this channel
number.

BELOW: Apply the settings to other channels lower that this channel number.

Setting by Reading TEDS Information
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When the AR-LXPA1 amp or AR-LXPA2 amp is installed, you can set the slope and physical unit
on a channel by reading the sensor information, such as sensitivity, etc., of the connected TEDS
(Transducer Electronic Data Sheet) standard sensor.

1. Use the PARAMS menu to move the cursor to [SLOT SET] by using the up/down keys, and
then press the ENTER key.

2. Setting items are displayed. Use the up/down keys to move the cursor to [TEDS Info], and
then press the ENTER key.

3. If the TEDS sensors are connected to the channels before turning on the power, the
following display is shown.

[03/05:26 09:20:53 | READY DRIVE READY

Update : i ' i
1 0.107009) Vms-2 TEAC
2 0026203 ViPa Bruel & Kjaer
3
4
5
6 0.0999958 Wims-2 | The Modal Shop
i
8 0.010165) Vims-2 Bruel & Kjaer

APPLY CANCEL

The following information are shown at the channels connected the TEDS sensors.

Sens. Sensitivity

Unit Physical unit to adapt to the sensor

Manufacturer Manufacturer name

If the TEDS sensors are connected to the channels after turning on the power, the following
display is shown.

03/05/26 09:18:35 READY DRIVE READY
Update : . ' b
1
2
3
a
Li]
6
¥
8
APPLY CAMCEL

4. Press the ENTER key by moving the cursor to [Update].
The LX reads the updated TEDS information of the connected sensors to display.

5. To reflect the updated TEDS information to use as the channel information to write to the
header file, move the cursor to the channel number to be set by the up/down keys.
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6. Press the ENTER key at the channel number. Pressing the ENTER key toggles the box to
the channel number between sky blue and light gray.

| 03/05/26 09:21:06 READY DRIVE READY

Update : . ' b
1 0.107009§ Vims-2 TEAC
2 0.026203 ViPa Bruel & Kjaer
3
4
5
6 0.099995) Wims-2 || The Modal Shop
i
] 0.010165§ Vims-2 Bruel & Kjaer

APPLY CAMCEL

7. Set to the box in sky blue on the channels to reflect the TEDS information.

Remarks:

Each slot has its TEDS information display. Although [Update] executes to read and update all
channels connected to the TEDS sensors, the <TEDS Info> settings need to be done in each
display.

8. Move the cursor to [APPLY] by using the up/down keys, then press the ENTER key to reflect
the TEDS information to the channels indicated in sky blue on the box.
Press the ENTER key by moving the cursor to [CANCEL] to cancel the changes.
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5.5 ST Amp Settings
Use the ST Amp to set to the ST mode for strain measurements or to the DC mode.
The following menu will be available at ER-LXRC2 remote control unit with the LX main unit
installed the ST amp.

Channel Settings

1. Press the MENU key at the MAIN menu to display the pull down menu.

2. Press the ENTER key when the cursor is located at [PARAMS] to enter the PARAMS menu.

[04/03/16 19:45:24 | READY | DRIVE READY

3. To set the channel information, move the cursor at a desired channel number in the
displayed slot by using the up/down keys, and press the ENTER key.

4. The channel setting information is displayed. Move the cursor to a desired setting item by
using the up/down keys.

ST Mode Settings

(0403116 20:16:02 | READY DRIVE READY
CH 1

| Move |
Y

Ch Name LX-20_5T1

| umit

Unit Change AT 0.000000

SCF Set Pass
Bridge Supply | (17
Ch Same Set | 077

OK CANCEL
Mode Select either the ST mode or the DC mode.
Range Set the input range. The unit to be used here can be selected at the MISC.

Strain Unit of the SYSTEM menu (Refer 8.2).
The auto range function does not work with ST Amp.

Ch Name Set the channel name.

Unit Set the coefficient unit.

Unit Change Set the slope and offset value on the channel.
SCF Set Select the filter.

Bridge Supply [ Select the bridge voltage.

Ch Same Set OFF: Do not apply the settings to other channels.

ALL: Apply the settings to all other channels.

ABOVE: Apply the settings to other channels higher than this channel
number.

BELOW: Apply the settings to other channels lower that this channel number.
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DC Mode Settings

04/03/16 20:16:15 READY DRIVE READY

DC

Range 1
Ch Hame L¥-20_ST1
LY

Unit Change [T 0.000000
SCF Set Pass
Bridge Supply
Ch Same Set | 157

CH1

CANCEL

Mode Select either the ST mode or the DC mode.

Range Set the input range. The unit to be used here can be selected at the MISC.
Strain Unit of the SYSTEM menu (Refer 8.2).

Ch Name Set the channel name.

Unit Set the coefficient unit.

Unit Change Set the slope and offset value on the channel.

SCF Set Select the filter.

Bridge Supply

Set to always OFF at the DC mode.

Ch Same Set OFF: Do not apply the settings to other channels.

ALL: Apply the settings to all other channels.

ABOVE: Apply the settings to other channels higher than this channel
number.

BELOW: Apply the settings to other channels lower that this channel number.

Zero Balance

At the operation by using the ER-LXRC2 remote control unit, the zero balancing is automatically
or not automatically carried out when turning on the power can be selectable on setting at Misc
menu. Refer the page 47

Also at the ST amp settings, the zero balance is carried out whenever selecting [OK] and
pressing the ENTER key at the menu required the zero balance.

The following message is displayed if the zero balance on the channel s) is failed. Follow the
next procedures to execute the zero balance manually. The failed channel (s) is (are)
displayed.

0107/27 16:12:37 DRIVE READY

& Zero balance Failed

QK |

Bridge Supply | (10
Ch Same Set | 57
B CANCEL
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Use the following menu to execute the zero balance manually and to display the result of the
zero balancing.

1. Press the MENU key at the main menu to display the pull down menu.

2. Press the ENTER key when the cursor is located at [PARAMS] to enter the PARAMS menu.

Auto Range

3. Move the cursor to [Zero Balance] by using the up/down keys, and press the ENTER key to
view the zero balance menu.
You can see the result of the zero balance of the last time at <Result>.

[04/03/16 19:47:12|  READY | DRIVE READY

Zero Balance

4. Press the ENTER key after moving the cursor at [ALL] to execute the zero balance to all
channels displayed.

Or move the cursor to a desired channels and press the ENTER key to select the channel for the
zero balance. The box located next to the channel number turns sky blue on the selected
channel.

5. Press the ENTER key by moving the cursor to [START] to start the zero balance.
The zero balance is executed the channels selected.

6. The channel displayed <OK> at the <Result> field indicates the success of the zero balance.
Retry the zero balance on the channel displayed <NG=>.

7. Press the ENTER key by moving the cursor to [CLOSE] to return to the PARAMS menu.

Executing all channels zero balance can be done from Main menu. Select [Fan] and press SHIFT
+ ENTER to execute zero balance.
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f 5. FILE MENU

Use the FILE menu to operate the data file and media related functions.

1. Press the MENU key at the MAIN menu to display the pull down menu.

2. Press the ENTER key when the cursor is located at the [FILE] by using the up/down keys to

display the FILE menu.

[03/05:20 17:20:03 | READY DRIVE READY

Open File

Delete File

-REC FILE INFO.-
Device MEMORY
Dir
File L¥20_

-PLAY FILE INFO.-
Device MEMORY
Dir
File L¥20_001

3. Use the up/down keys to move to a desired setting functional item.

New File Use to set a recording media and a folder/file name.

Open File Use to select a media and a folder/file to be played.

Save File Use to store the recorded data on the memory of the LX main unit to the
media.

Format Use to format a media.

Eject Use to eject a media (MO).

Delete File Use to delete a file just recorded on the media (MO or PC card).

The right half of the LCD dis

lays the current selected file information, see example above:

REC FILE INFO. Information on the recording file

Device MEMORY Memory recording has been selected.

Dir Directory name (not used in this example)

FILE LX20_ The file name prefix of [LX20_] has been used. The next 3

characters will be the incremented numbers.

PLAY FILE INFO.

Information on the playback file.

Device MEMORY

The data file on the memory of the LX main unit has been
selected for playback.

Dir

Directory name (not used in this example)

File LX20 001

Pressing the FWD key to play the [LX20 001] file on the memory.

Page 81




6.1 New File
Specify a recording media and create a file name prior to recording by using the LX main unit.
In the FILE menu, highlight the [NEW FILE] by using the up/down keys, and then press the
ENTER key.

| 01:07:27 16:41:42 READY | DRIVE READY

SAVE DIR SELECT
L¥18_DIR

I | ix20_DIR

BT | < NEV DIRECTORY >

CANCEL
ok | Page[1/1]

Settings Selections and How to Set?

Move the cursor to a desired setting by | a. Press the ENTER key after locating the cursor
using the up/down keys then press the | at a desired selection to set.

ENTER key to display the selections | b. <ASCIl INPUT> panel is displayed. Use the
described in the right column. up/down/left/right keys to select desired
characters and press the ENTER keys to input
them, and select [OK] then press the ENTER key
to set. Return to the previous settings by
[CANCEL] and the ENTER key or the MENU key.
Media For the PC card model:

Use to specify the recording media. MEMORY/PCCARD

For the MO model:

MEMORY/MO DISK

How to set?: a

SaveMedia NONE/PCCARD(or MO)
Automatically saves the recorded [ NONE for not to automatically save.
memory data to the media. How to set?: a

Being displayed only when <MEMORY>
is selected in [Media].

Dir Directory name selection is displayed.

Use to create the directory name to save | Move the cursor to a desired directory name by
the recording file. using the up/down keys, and then press the
Being displayed only when <PCCARD> or | ENTER key.

<MO> is selected in [Media]. It will not be displayed in case <NEW

DIRECTORY> displayed or no directory on the
recorded media.
How to set?: b

SaveDir How to set: b
Use to create the directory name
automatically to save the recorded
memory data.

Being displayed only when <PCCARD> or
<MO=> is selected in [SaveMedia].

File How to set?: b
Use to specify the common prefix to the
recording files. The numbers after the
prefix are the ID numbers automatically
incremented with each recording stop.

Comment How to set?: b
Use to enter comments to write to the
header file. Up to 128 alphanumeric
characters.

CANCEL

Return to the previous without changing
the settings.

OK

Define the changes and the settings.

The setting being made or changed is
shown in sky blue.
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6.2 Open File

Specify a media and a file name for playback.
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In the FILE menu, locate the cursor to [Open File] by using the up/down keys, and then press

the ENTER key.

File names on the currently selected media are shown at the right of the LCD.

[03/05/20 17:21:59 | READY

| DRIVE READY

Open File

UOL [MEMORY

LX26_881
LX28_882
LX20_883
LX28_884
LX26_885
LX26_886
LX28_aa?
LX20_883
LX28_8a9

MEMORY

L¥20_005

Single
CANCEL

1

A5..28-17:23
A5-28-17:23
B5..20-17:23
A5-.28-17:23
B5..20-17:23
A5.-20-17:23
B85-28-17:24
B5.-.28-17:24
A5-28-17:24

Page[1/2]

Settings

Selections and How to Set?

Move the cursor at a desired setting by
using the up/down keys and press the
ENTER key to display the selections
described in the right column.

Press the ENTER key after locating the cursor at
a desired selection to set.

Media
Use to specify a media that a data file for
playback is recorded.

For the PC card model:
MEMORY/PCCARD

For the MO model:
MEMORY/MO DISK
How to set?: a

Dir

Use to specify a directory where the data
file for playback is recorded.

Being displayed only when <PCACARD>
or <MO> is selected in [Media].

A list of the directories on the media selected
above is shown. Locate the cursor at a desired
directory with the data file to be played by using
the up/down keys, and then press the ENTER
key.

File
Use to specify the data file for playback.

A list of the data files on the directory selected
above is shown. Locate the cursor to the
desired data file to be played by using the
up/down keys, and then press the ENTER key.

Press the ENTER key and the SHIFT key at a
time to see the file information details (see next

page).

Mode
Use to select the playback mode.

Single: Playback one time and go to <READY>.
Repeat: Playback the opened file repeatedly until
pressing the STOP key.

Continue: Playback the files within the same
directory of the opened file.

Firstly playback the opened file, then playback
the next ID files continuously.

After playback the last ID file of the directory,
playback from the first ID file until pressing the
STOP key.

The function works like <Repeat> if only one file
is in the directory.

CANCEL
Return to the previous without changing
the settings.

OK
Define the changes and the settings.
The setting being made or changed is

shown in sky blue.
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Example: File information display
03/09:/01 18:34:30 READY

DRIVE READY

Filelnfo

Start
Stop
Scan
Size
Sample
Channel 8

Memo OFF
Comment <L¥-20>

03/09/01 18:35:58
03/09/01 18:36:07
454272
6.93MByte

48kHz

Playback for Data File Selected
After pressing the ENTER key at the [OK] to define changes, the ER-LXRC2 returns to the MAIN
menu to start playback.

6.3 Save File
Save a data file currently in the internal memory of the LX main unit to a media.
In the FILE menu, locate the cursor at [Save File] by using the up/down keys, and then press
the ENTER key. Data files recorded currently in the memory are shown at the right of the LCD.
Pressing the ENTER key if no file is in the memory has no response.

|03/05/20 17:22:56 |  READY | DRIVE READY

Save File

L¥20_001

LXDIR

UOL [MEMORY 1

LX28_8A1 A5-28-17:23
LX28_882 #5-28-17:23
LX28_883 85-28-17:23
LX28_#884 @5.-28-17:23
LX28_885 85-28-17:23
LX2@_886 A5-28-17:23
LX28_887 @5-28-17:24
LX20_888 @85-28-17:24
LX28_#88? B5-28-17:24

CANCEL

Page[1/2]

Settings

Selections and How to Set?

Move the cursor to a desired setting by
using the up/down keys and then press
the ENTER key to display the selections
described in the right column.

a. Press the ENTER key after locating the cursor
to a desired selection to set.

b. <ASCII INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
characters and press the ENTER keys to input
them, and select [OK] then press the ENTER key
to set. Return to the previous settings by
JCANCEL] and the ENTER key or the MENU key.

File
Use to specify a desired data file to be
saved on the media.

How to set?: a

Save Dir
Use to create a directly on the media to
save the data file selected.

Directory name selection is displayed.

Move the cursor to a desired directory nhame by
using the up/down keys, and then press the
ENTER key.

It will not be displayed in case <NEW
DIRECTORY> displayed or no directory on the
recorded media.

How to set?: b

CANCEL
Return to the previous without changing
the settings.

OK
Define the changes and the settings.
The setting being made or changed is

shown in sky blue.
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6.4 Format

Use to format a media.

ER-LXRC2 Instruction Manual 2006.04

In the FILE menu, locate the cursor at [FORMAT] by using the up/down keys, and then press

the ENTER key.

03/05/20 17:23:06 READY

Media Format

PCCARD

LYDAT

CANCEL

Delete File

| DRIVE READY

L¥20_005

Settings

Selections and How to Set?

Move the cursor to a desired setting by
using the up/down keys and then press
the ENTER key to display the selections
described in the right column.

b. <ASCII INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
characters and press the ENTER keys to input
them, and select [OK], then press the ENTER
key to set. Return to the previous settings by
[CANCEL] and the ENTER key or the MENU key.

Media

Use to display the media loaded into the
LX main unit.

No selection by pressing the ENTER key.

Volume
Use to specify a volume label of the
media to be used after formatting.

How to set?: b

CANCEL
Return to the previous without changing
the settings.

oK
Define the settings to execute
formatting.

The setting being made or changed is

shown in sky blue.

<Proceed with format?> message is shown,
then execute formatting by [YES] + the ENTER
key to execute formatting.

Return to the MEDIA FORMAT by [NO] + the
ENTER key.
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6.5 Eject

6.6 Delete File

Use to eject an MO media from the LX main unit.
In the FILE menu, locate the cursor at [Eject] by using the up/down keys, and then press the
ENTER key.

03/05/21 14:34:21 READY | DRIVE READY

New File -REC FILE INFO.-

Ejecting media.
Is it all right?

Device MEMORY
Dir

Delete File File Lx20_001

<Ejecting media. Is it all right?> message is shown, eject the MO media from the LX main unit
by [YES] + the ENTER key. Return to the FILE menu by [NO] + the ENTER key.

Use to delete a data file just being recorded (the file shown at the <-REC FILE INFO.-> of the
FILE menu) on the media (MO or PC card).

It does not recognize as “just being recorded” once the REC key is pressed or turning off and on
the power.

Locate the cursor at [Delete File] from the FILE menu by using the up/down keys, then press
the ENTER key.

03/05/20 17:25:46 |  READY | DRIVE READY

Delete File

Dir s L¥20_DIR
File : L¥20_002

CANCEL

Delete File L¥20_005

The directory name and the file name to be deleted are shown.

Locate the cursor at [CANCEL], and press the ENTER key not to delete.
Locate the cursor at [OK], and press the ENTER key to delete.
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| 7. REC conD MENU

Use the REC COND menu to set the recording modes, such as the trigger settings.

See the LX Series Instruction Manual for further information on the trigger settings.

1. Press the MENU key at the MAIN menu to display the pull down menu.

2. Press the ENTER key when the cursor is located at the [REC COND] by using the up/down
keys to display the REC COND menu.

[03/05:20 17:26:42 | READY DRIVE READY

LTI Reveat

-REC CONDITION-
Start Cond. LEVEL

Stop Cond. EXT.

Repeat 2

Trig.Level Pre Trig. SCAN

The right half of the LCD displays the current selected file information (example above)

REC CONDITION Information on the recording conditions.

Start Cond. LEVEL Start recording by the level trigger.

Stop Cond. EXT. Stop recording by the external trigger.

Repeat 2 Start recording by the level trigger and stop recording by the
external trigger, and repeat this start/stop sequence twice.

Pre Trig. SCAN Pre trigger setting by scan number.

3. Use the up/down keys to move to a desired setting function item.

Mode Use to set the trigger start/stop conditions.
Pre/Post Use to set the pre/post triggers.
Trig.Level Use to set the trigger level on each channel.
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7.1 Mode

Use to set the trigger mode for recording start/stop.
In the REC COND menu, locate the cursor at [MODE] by using the up/down keys, and then

press the ENTER key.

Settings when <Repeat> is selected at [MODE]

Settings

Selections and How to Set?

Move the cursor to a desired setting by
using the up/down keys and press the
ENTER key to display the selections
described in the right column.

Press the ENTER key after locating the cursor at
a desired selection to set.

Mode
Specify the repeat mode.

Repeat: use to enable the number of repeats for
the trigger recording specified at [Repeat
Count].

Start Cond
Select how to start recording.

Manual: use to start recording by key.

Level: use to start recording at the level trigger.
External: use to start recording by the external
trigger.

Level&Ext.: use to start recording at the
condition met first either by the level trigger or
by the external trigger.

Stop Cond
Select how to stop recording.

Manual: use to stop recording by key.

Level: use to stop recording at the level trigger.
External: use to stop recording by the external
trigger.

Level&Ext.: use to stop recording at the
condition met first either by the level trigger or
by the external trigger.

Timeout (Sec)

Specify the timeout period to force
recording to start when the level trigger
or the external trigger is enabled but the
specified recording condition is not met
within the specified period.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys to input,
and select [OK] then press the ENTER key to
set. Return to the previous settings by
[CANCEL] and ENTER key or the MENU key.

Repeat Count
Specify the number of repeats for the
trigger recording

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys to input,
and select [OK] then press the ENTER key to
set. Return to the previous settings by
[CANCEL] and the ENTER key or the MENU key.

Rec Time
Set the time period to stop recording
after the recording start.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys to input,
and select [OK] then press the ENTER key to
set. Return to the previous settings by
[CANCEL] and the ENTER key or the MENU key.

CANCEL
Return to the previous without changing
the settings.

OK
Define the changes and the settings.
The setting being made or changed is

shown in sky blue.
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Settings when <Interval> is selected at [MODE]

Settings

Selections and How to Set?

Move the cursor to a desired setting by
using the up/down keys and press the
ENTER key to display the selections
described in the right column.

Press the ENTER key after locating the cursor at
a desired selection to set.

Mode
Specify the interval mode.

Interval: use to enable the wait time between
the recording stop and the next recording start
specified at [Interval Time].

Start Time
Specify the date and time to start the
interval recording.

<Timer Setting> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys to input,
and press the ENTER key while pressing the
SHIFT key to set. Return to the previous
settings by pressing the ENTER key.

Interval Time

Specify the time period between the
recording stop and the next recording
start.

<Timer Setting> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys to input,
and press the ENTER key while pressing the
SHIFT key to set. Return to the previous
settings by pressing the ENTER key.

Repeat Count
Specify the number of repeats for the
trigger recording.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys, and select
[OK] then press the ENTER key to set. Return
to the previous settings by [CANCEL] and the
ENTER key or the MENU key.

CANCEL
Return to the previous without changing
the settings.

OK

Define the changes and the settings.

The setting being made or changed is
shown in sky blue.

Example: the interval mode is selected.

[03/05:20 17:27:12 |  READY

Trigyer

Interval

Start Time

Rec Time

Interval Time |05l
Repeat Count | |

Ho Setting

CANCEL

2003/05/20 17:26:57

DRIVE READY
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7.2 Pre/Post

Use to set the pre trigger and the post trigger.
In the REC COND menu, locate the cursor at [Pre/Post] by using the up/down keys, and then

press the ENTER key.

It can be used only when <Repeat> is specified at [MODE].

Pressing the ENTER key if <Interval> is selected has no response.

Settings

Selections and How to Set?

Move the cursor to a desired setting by
using the up/down keys and press the
ENTER key to display the selections
described in the right column.

Press the ENTER key after locating the cursor at
a desired selection to set.

Pre/Post
Specify if the pre/post trigger setting is
enabled or not.

Disable: Invalid settings.
Enable: Valid settings.

Settings specified <Enable> at
[Pre/Post] are shown below:
Pressing the ENTER key if the <Disable>
is selected has no response.

Start PreTrig

Specify the length of the start pre trigger
in seconds or in number of scans. Use
[Scan/Sec] below to change between the
seconds and the number of scans.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys, and select
[OK] then press the ENTER key to set. Return
to the previous settings by [CANCEL] and the
ENTER key or the MENU key.

Scan/Sec

Change between the seconds or the
number of scans for the setting unit to
specify the length of the start pre trigger.

Scan: use the number of scans for the setting
unit.
Sec: use the seconds for the setting unit.

Stop PostTrig

Specify the length of the stop post
trigger in seconds or in number of scans.
Use [Scan/Sec] below to change
between the seconds and the number of
scans.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys, and select
[OK] then press the ENTER key to set. Return
to the previous settings by [CANCEL] and the
ENTER key or the MENU key.

Scan/Sec
Change between the seconds or the
number of scans for the setting unit to
specify the length of the stop post
trigger.

Scan: use the number of scans for the setting
unit.
Sec: use the seconds for the setting unit.

CANCEL
Return to the previous without changing
the settings.

OK
Define the changes and the settings.
The setting being made or changed is

shown in sky blue.

Example: when the pre/post trigger is enabled.

[03/05:20 17:27:43 |  READY

Pre/Post Set

Enahle
Start PreTrig | 2]
Scan

Stop PostTrig| o]
Scan

CANCEL

DRIVE READY
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7.3 Trig.Level
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Use to set the trigger level of each channel.
It can be used only when <Repeat> is specified at [MODE].
Pressing the ENTER key if <Interval> is selected has no response.

1. In the REC COND menu, locate the cursor at [TRIG.LEVEL] by using the up/down keys, and
then press the ENTER key.

03/03/10 14:36:19 READY

Ch Start Percent Ston Percent

2. Set the trigger level of each channel for amp slot by amp slot.

Press the left/right keys while pressing the SHIFT key to move the channel display on each slot
when the multiple slots are used.

[SHIFT]+[ » ]=Next To the next amp slot.

[SHIFT]+[ « ]=Prev To the previous amp slot.

Or press the up/down keys while pressing the SHIFT key to move among the slots when any
channel number is highlighted.

3. To set the trigger level, move the cursor at a desired channel number in the displayed slot
by using the up/down keys.

4. Press the ENTER key when locating the cursor at the desired channel to display the level
trigger settings shown in percentage.

03/03/13 10:50:34 l READY DRIVE READY
Ch e
State & Percentage CH 1

| start WL
| Percent LY
T 1onore

__Percent LR
CANCEL

Page 91



Settings

Selections and How to Set?

Move the cursor to a desired setting by
using the up/down keys and press the
ENTER key to display the selections
described in the right column.

Press the ENTER key after locating the cursor at
a desired selection to set.

Start
Select a condition to satisfy the start
level trigger.

Ignore: The channel is not monitored for the
level trigger.

Up: The condition is met when the input signal
crosses from lower than the specified level to
higher.

Down: The condition is met when the input
signal crosses from higher than the specified
level to lower.

Percent
Specify a monitoring threshold level of
the start level trigger in percentage.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys, and select
[OK] then press the ENTER key to set. Return
to the previous settings by [CANCEL] and the
ENTER key or the MENU key.

Stop
Select a condition to satisfy the stop level
trigger.

Ignore: The channel is not monitored for the
level trigger.

Up: The condition is met when the input signal
crosses from lower than the specified level to
higher.

Down: The condition is met when the input
signal crosses from higher than the specified
level to lower.

Percent
Specify a monitoring threshold level of
the stop level trigger in percentage.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys, and select
[OK] then press the ENTER key to set. Return
to the previous settings by [CANCEL] and the
ENTER key or the MENU key.

CANCEL
Return to the previous without changing
the settings.

OK

Define the changes and the settings.

The setting being made or changed is
shown in sky blue.

5. Repeat Step 4 to set the level trigger conditions at multiple channels.

6. Move the cursor to [Logic & Count] by using the up/down keys, and then press the ENTER

key.

03/03/13 10:50:39 I READY

| DRIVE READY

7. Specify a “logical AND” or a “logical OR” when the multiple channels are monitored and how
many times of the specified condition are met to establish the start or stop by the level trigger.
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Settings

Selections and How to Set?

Move the cursor a desired setting by
using the up/down keys and press the
ENTER key to display the selections
described in the right column.

Press the ENTER key after locating the cursor at
a desired selection to set.

Start
Select either the logical AND or the
logical OR for the start level trigger.

AND: Trigger when all specified channel level
conditions are met.

OR: Trigger when one of all specified channel
level conditions is met.

Count
Specify how many times of the specified
condition are met to establish the start.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys, and select
[OK] then press the ENTER key to set. Return
to the previous settings by [CANCEL] and the
ENTER key or the MENU key.

Stop
Select either the logical AND or the
logical OR for the stop level trigger.

AND: Trigger when all specified channel level
conditions are met.

OR: Trigger when one of all specified channel
level conditions is met.

Count
Specify how many times the specified
condition are met to establish the stop.

<NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired
numbers and press the ENTER keys, and select
[OK] then press the ENTER keys to set. Return
to the previous settings by [CANCEL] and the
ENTER key or the MENU key.

CANCEL
Return to the previous without changing
the settings.

OK

Define the changes and the settings.

The setting being made or changed is
shown in sky blue.

8. The setting items that have been changed are shown in sky blue.

After changing the settings, move the cursor to [OK] by the up/down keys.

Press the ENTER

key to apply the changes to the channel parameters.
Press the ENTER key by locating the cursor at [CANCEL] to cancel the changes.
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I s systeEm MENU

Use the SYSTEM menu to specify a sampling frequency and a number of active recording
channels, and use for basic settings of the ER-LXRC2 remote control unit.

1. In the MAIN menu, press the MENU key to display the pull down menu.

2. Move the cursor to [SYSTEM] by using the up/down keys, and then press the ENTER key to
display the SYSTEM menu.

[03/10/17 11:33:10 |  READY | DRIVE READY

Sampling 48KkHz -SYSTEM INFO.-

m Device L¥X- 20

Mermnmory 63MByte

Drive  PCCARD

m Input 8Ch

Output OCh

Tacho Set
Sync Set

Remarks:

[Tacho Set] is shown only for the LX-20. It is not shown for the LX-10.

[Sync Set] is shown only for the LX unit modified for the synchronization recording. It is not
shown for other types of the LX units.

The right half of the LCD displays the current selected file information (example above)

SYSTEM INFO. System information

Device LX-20 The LX-20 is used.

Memory 63MByte Indicates the internal memory capacity as 63 MB.

Drive NONE Indicates the drive installed into the LX main unit. NONE for no
drive installed.

Input 8Ch Indicates the input channels as 8.

Output OCh Indicates the output channel as 0.

3. Use the up/down keys to move the cursor at a desired setting functional item.

Sampling Use to specify the sampling frequency, the number of active recording
(Band Max) | channels, the monitor channel, and the generator output.
([Band Max] is shown if <Band Max> is selected at [Notation] explained later.)

Misc Use to turn the speaker and fan ON/OFF and to set the date and time.

Param Set Use to save and load the setting parameter files.

Unit Set Use for the basic system settings of the ER-LXRC2 remote control unit.

Tacho Set Use to set the tachometer input channels (only at the LX-20).

Sync Set Use to set the synchronization recording function (only at the unit modified for

the synchronization recording).
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8.1 Sampling (Band Max)

Specify the sampling frequency and the number

of active recording channels in order to start

recording at the LX main unit. Also set to turn ON/OFF the voice memo and to specify the

monitor channel.

[Band Max] is shown if <Band Max> is selected at [Notation] explained later. You can set the
LX main unit by using the recording bandwidth instead of using the sampling frequency.

03050 17:28:25 DHIVE REALY

51 M IMFO.
OEvice LH-A0
Bli=mod By e

g T AED

i BCh

In the SYSTEM menu, locate the cursor at [Sampling] by using the up/down keys, and then

press the ENTER key.

[03/05/20 17:28:50 | READY DRIVE READY

Samp.Series |
Sampling 48kHz
Active Ch 8

Voice Memo | @ °

Moni.Set Signal : NONE
Range : 5.0

Manual Cal.
CANCEL

w
E

&

E

=

w

i

Settings

Selections and How to Set?

Move the cursor to a desired setting by using
the up/down keys and press the ENTER key
to display the selections described in the

Press the ENTER key after locating the
cursor at a desired selection to set.

Specify the sampling frequency.

right column.

Samp.Series The sampling frequency series available at
Select the sampling frequency series. the LX main unit are displayed.

Sampling The sampling frequencies at the selected

sampling  frequency series at the
[Samp.Series] are displayed.

Active Ch
Specify the number of active channels — the
channels available for recording.

The number of available channels at the LX
main unit are displayed.

Voice Memo
Set to use the memo voice recording.

ON: use the memo voice recording.
OFF: do not use the memo voice recording.

Information on the recording conditions.

Single: display the channel allocated for the
monitor output among the voice memo, the
channel, and the type of the generator
output.

Range: set the output range of the monitor.

Start recording by the level trigger.

Select one among 5.0 V and 1.0 V at 0.1V
steps.

Stop recording by the external trigger.

Start recording by the level trigger and stop
recording by the external trigger, and repeat
this start/stop sequence twice.

Pre trigger setting by scan number.
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Remarks:

Adding to the number of the channels selected at the Active Ch, the tachometer input channels

(see [8.5]) are also counted for the total number of the recording channels.

At the tachometer

input, 16 bits mode data is for one recording channel/the tachometer input and 32 bits mode
data is for two recording channels/the tachometer input.

Details of Settings at Moni.Set

Move the cursor at [Moni.Set] of <System Set> by using the up/down keys, and press the

ENTER key. Below is an example of the LX-20.

[Start Freq] and below at the LX-10.

|0305:20 17:29:04 |  RreaDY | DRIVE READY

Monitor / Generator Set
HONE
Moni.Range [RERILY
Start Freqg

Stop Freq

Pulse Width
Pulse Interval

<Monitor Set> is displayed without showing

Settings

Selections and How to Set?

Move the cursor to a desired setting by using
the up/down keys and press the ENTER key
to display the selections described in the
right column.

Press the ENTER key after locating the
cursor at a desired selection to set.

Signal
Specify an original data for the monitor
output.

NONE: do not output.

Channel number (<CH1> to highest active
channel number): output data of the
selected channel number.

Below are shown only at the LX-20.

sine: output the sine wave.

sweepsine: output the sweep sine wave.
pulse: output the pulse.

pink: output the pink noise.

white: output the white noise.

Moni.Range
Specify the monitor output range.

Select among 5.0 V to 1.0 V at 0.1 V steps.

Below until [Pulse Interval] are available only
for the LX-20.

Start Freq

Specify the starting frequency in Hz when
<sine> or <sweep sine> is selected at the
generator output.

<NUMBER INPUT> panel is displayed. Use
the up/down/left/right keys to select desired
numbers and press the ENTER keys, and
select [OK] then press the ENTER key to set.
Return to the previous settings by [CANCEL]
and the ENTER key or the MENU key.

Stop Freq

Specify the sweep end frequency in Hz when
<sweep sine> is selected at the generator
output.

Same as above.

Rate
Specify the sweep rate when <sweep sine>
is selected at the generator output.

Same as above.

Pulse Width
Specify the pulse width when <pulse> is
selected at the generator output.

Same as above.

Pulse Interval
Specify the pulse interval when <pulse> is
selected at the generator output.

Same as above.

OK
Define the changes and the settings.
The setting being made or changed is shown

in sky blue.
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Use to set the speaker, the fan, and the date and time of the LX main unit. In the SYSTEM
menu, locate the cursor at [MISC] by using the up/down keys, and then press the ENTER key.

[03/05/20 17:18:24 | READY

Misc Set

Speaker Out [ 0[]0
Fan Off NOMNE

REC
hsec
OFF

Ffwid [ Rew
ID Sync

Strain Unit usT

miiy
Calibration | 8{|

AutoferoBal | v,

Time Set

| DRIVE READY

Settings

Selections and How to Set?

Move the cursor to a desired setting by using
the up/down keys and press the ENTER key
to display the selections described in the
right column.

Press the ENTER key after locating the
cursor at a desired selection to set.

Speaker Out
Select to output the memo voice or to output
the channel data.

Memo: output the memo voice.
Data: outputs the channel data specified as
the monitor output channel.

Fan Off
Set to turn OFF the fan for 10 minutes after
the recording start or not.

NONE: not to turn OFF the fan.
10min: turn OFF the fan for 10 minutes.

Event Search

Select to search by mark (EVENT) entered at
recording or by mark (EVENT) at playback
(the SHIFT key + the EVENT key). Entering
mark at playback is valid only when the
current file is played, and maximum number
of marks is 200. Mark at playback on the
file is invalid when other file is played.

REC: Search by mark (EVENT) entered at
recording.
REPRO: Search by mark (EVENT) entered at
playback. When being selected <REPRO>,
you cannot search by mark (EVENT) at
recording.

Ffwd/Rew
Select a jump time to forward or rewind at
playback.

Select one out of 5/10/30/60 seconds,
30/60/90 minutes

At playback, press the EVENT key + the right
key to jump the specified seconds.

At playback, press the EVENT key + the left
key to jump back the specified seconds.

ID Sync

When selecting the auto save mode to media
at the memory recording (SaveMedia, refer
6.1), match the displayed ID to the recorded
1D to the media.

ON: Match the displayed file ID to the
recorded file ID on the media.

OFF: Simply increment the displayed ID
regardless to the recorded file ID on the
media.

Set the date and time of the LX main unit.

Strain Unit uST: Use uST for the unit.

Select the displayed unit on the ST amp | mV/V: Use mV/V for the unit.

settings.

Time Set [TIME SETTING] panel is displayed. Use

the up/down/left/right keys to select desired
numbers, and press the ENTER key while
pressing the SHIFT key. Return to the
previous settings by pressing the ENTER key.

Calibration
Select the executing calibration when start
up or not.

ON: The calibration is executed automatically

when LX starts up.

OFF: The calibration is not executed when
LX starts up.

AutoZeroBal
Select the executing zero balance when the
range setting is changed

Enable: The zero balance is executed

automatically when the range is changed.

Disable: The zero balance is not executed
when the range is changed.

CLOSE

Define the changes and the settings.

The setting being made or changed is shown
in sky blue.

Event Search
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03053720 17:18:24 READY DRIVE BEADY

Speaker Out [0 Misc Set
Fan Off HONE

Event Search | REC
Ffwd / Rew | REPRO

ID Sync OFF

myins
Time Set
Calibration | ]
AutoZeroBal | o))

Ffwd/Rew

06/0307 10:23:50 READY DRIVE READY

Speaker Out |00
Fan Off NONE
Event Search | [11=%

Fiwd [ Rew
ID Sync
Strain Unit
Time Set
Calibration
AutoZeroBal
OK

Time setting panel

03/05/20 17:18:24 READY DRIVE READY

Speaker Out [0 Misc Set
Fan Off HONE

Crirnnt Chnarch

Y MM DD HH MM 55

T (o8] (23] [16] [04] [oo ]

SET =[SHIFTI+[ENTERI]
CANCEL =[ENTER]

AutoferoBal | o))
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8.3 Param Set
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The ER-LXRC2 remote control unit can create two of the parameter setting files (Filel/File2) in
order to save and load.

Also the parameter setting can be saved to the recording media of LX or loaded from the
recording media of LX.

In the SYSTEM menu, locate the cursor at [PARAM SET] by using the up/down keys, and then
press the ENTER key.

[03/05/20 17:18:24 |  READY | DRIVE READY

Save & Load Parameter
SaveMedia | 5ilend

(F1:RT:I Tl File1 D5/07/M15 09:41
Param1
PowerOn Set |/[0]][5

LOAD

Create the parameter setting file and save it

1. Locate the cursor at [Save Media], and then press the ENTER key.

2. Select [LXRC2] to save the current parameter settings to ER-LXRC2, and select [MO DISK]
or [PC CARD] to save the current parameter settings to media on LX by using the up/down keys.
And then press the ENTER key.

3. Locate the cursor at [File Select], and then press the ENTER key.

4. In case of [LXRC2] is selected, select <Filel> or <File2>. Select <None> for not creating
the file.

In case of [MO DISK] or [PC CARD] is selected, select file by using up/down keys and press the
ENTER key.

In case of <NEW FILE> is selected or the parameter file doesn’t exist on the media, is not exist,
<ASCIl INPUT> panel is displayed. Use the up/down/left/right keys to select desired
characters and press the ENTER keys to input, and select [OK] then press the ENTER key to set
the file name.

5. If you want to put a comment to the selected parameter setting file, move the cursor at
[Comment] by using the up/down keys, and then press the ENTER key.

6. Move the cursor to [SAVE] by using the up/down keys, and then press the ENTER key.
The current parameter settings on the ER-LXRC2 are saved as the file specified at Step 3.

7. Press the ENTER key when the cursor is located at [OK] to return to the SYSTEM menu.
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Load the saved parameter setting file to replace the parameter settings of the LX main
unit to those saved in the ER-LXRC2 remote control unit.

1. Locate the cursor at [Save Media], and then press the ENTER key.

2. Select [LXRC2] to load the parameter file from ER-LXRC2, or select [MO DISK] or [PC CARD]
to load the parameter file from media by using up/down keys, and then press the ENTER key.

3. Locate the cursor at [File Select], and then press the ENTER key.

4. In case of [LXRC2] is selected, select <Filel> or <File2>. Select <None> for not creating
the file.

In case of [MO DISK] or [PC CARD] is selected, select file by using up/down keys and press the
ENTER key.

In case of <NEW FILE> is selected or the parameter file doesn’t exist on the media, is not exist,
<ASCIl INPUT> panel is displayed. Use the up/down/left/right keys to select desired
characters and press the ENTER keys to input, and select [OK] then press the ENTER key to set
the file name.

5. If you want to put a comment to the selected parameter setting file, move the cursor at
[Comment] by using the up/down keys, and then press the ENTER key.

6. Move the cursor to [SAVE] by using the up/down keys, and then press the ENTER key.
The current parameter settings on the ER-LXRC2 are saved as the file specified at Step 3.

7 . Press the ENTER key when the cursor is located at [OK] to return to the SYSTEM menu.

Turn on the LX by using the saved parameter setting file.

1. Locate the cursor to [PowerOn Set], and then press the ENTER key.

2. Select the parameter setting file (Filel/File2) to load at the power on state of the LX main
unit by using the up/down keys, and then press the ENTER key.

3. Press the ENTER key when the cursor is located at [CLOSE] to return to the SYSTEM menu.
At the next time, when turning on the power, the LX main unit boots the system by using the
parameter setting file specified at Step 2.
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8.4 Unit Set
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Use for basic settings of the ER-LXRC2 remote control unit.
In the SYSTEM menu, locate the cursor at [Unit Set] by using the up/down keys, and then press

the ENTER key.

Settings

Selections and How to Set?

Move the cursor to a desired setting by using
the up/down keys and press the ENTER key
to display the selections described in the
right column.

Press the ENTER key after locating the
cursor at a desired selection to set.

Set the power save mode to turn OFF the
back light of the LCD in case no key
operation for one minute.

Brightness Numbers from 1 to 7 are displayed.
Set the brightness of the LCD. Brightest at 7.

Contrast Numbers from 1 to 7 are displayed. Highest
Set the contrast of the LCD. contrast at 7.

Power Save None: Do not use the power save.

1/3/5min: Enter the power save mode after
selected minute of no key operation.

not.

Panel Beep OFF: No beep.
Set to beep on key operation or not. ON: Beep.
Range Beep OFF: No beep.
Set to beep on at over range detected while | ON: Beep.
monitoring or not.

Battery Beep OFF: No beep.
Set to beep on at the low battery detected or | ON: Beep.

In both cases, the warning dialog for low
battery is displayed.
The beep sounds once only when the low
battery is detected.

Notation

Select to display by using the sampling
frequency or by wusing the recording
bandwidth.

Sampling: Use the sampling frequency.
Band Max: Use the recording bandwidth.

P.Lock Sync

Set to link the panel lock operation of the
ER-LXRC2 remote control unit to the LX main
unit.

OFF: No link.
ON: ink.

OK
Define the changes and the settings.
The setting being made or changed is shown

in sky blue.

Example: when [Band Max] is selected at [Notation]

(03110117 11:28:55 |  READY

RC Unit Set
Brightness |
Contrast 3
Power Save | ([ilj[=
Panel Beep | 77

Range Beep | 073
Battery Beep | ©: ¢
Sampling
Band Max

Motation
P.Lock Sync

DBRIVE READY
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8.5 Tacho Set
Use to set the tachometer input channel A and B. The function is available only for the LX-20.
In the SYSTEM menu, locate the cursor at [Tacho Set] by using the up/down keys, and then
press the ENTER key.

031017 13:03:57 READY DRIVE READY

CHA Enable Tacho Set

“ 32bit [SHIFT]+[p] =CH B
up

pulse{gate)

1

Threshold Lewvel | L1537

Divide Rate 1
Moving Average| |
Pulse per Rewv.

0K CANCEL

Set the tachometer input to Channel A.
Move to the tachometer input channel B display by [SHIFT] + [ » ].

Remarks:

Settings of the tachometer input channels may not be possible depending on the combination of
the selected sampling frequency and the selected number of the input channels. If so, change
to an appropriate combination.

Adding to the number of the channels selected at the Active Ch (see [8.1].), the tachometer
input channels are also counted for the total number of the recording channels. At the
tachometer input, 16 bits mode data is for one recording channel/the tachometer input and 32
bits mode data is for two recording channels/the tachometer input.
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Settings

Selections and How to Set?

Move the cursor to a desired
setting by using the up/down
keys and press the ENTER key to
display the selections described in
the right column.

a. Press the ENTER key after locating the cursor at a
desired selection to set.

b. <NUMBER INPUT> panel is displayed. Use the
up/down/left/right keys to select desired numbers and
press the ENTER keys to input, and select [OK] then
press the ENTER key to set. Return to the previous
settings by [CANCEL] and ENTER key or the MENU key.

CH A (CH B)
Set to disable or enable for each
tachometer input channel.

Disable: Disable to use.
Enable: Enable to use.
How to set?: a

Bit
Select either 32 bits or 16 bits
mode.

32bit: 32 bits mode
16bit: 16 bits mode
How to set?: a

Edge

Select to detect the tachometer
input data at the rising edge of
the signal or at the falling edge of
the signal.

Up: Rising edge
Down: Falling edge
How to set?: a

Measurement
Select a measurement mode.

pulse (gate): Pulse counts within a gate time.
pulse (total): Total counts from start to stop.
period: Cyclic counts

frequency: Frequency measurement

rpm: Rotation measurement

How to set?: a

Range

Select a measurement range.
Ranges vary depending on the
measurement mode selected.

Pulse (gate) mode:

1 to 255 times of the sampling cycle

How to set?: b

Period mode:

1m/5m/10m/50m/100m/500m/1 sec

Frequency mode:
10/20/50/100/200/500/1k/10k/20 kHz

RPM mode:
1500/3000/6000/9000/12000/18000/24000 rpm
How to set?: a

Threshold Level
Select a threshold level of the
tachometer data input.

+0.5/+1/+2.5/+10/+20 V
How to set?: a

Divide Rate 1to 255
Select a divide ratio. How to set?: b
Moving Average 1to 16

Select a moving average. How to set?: b
Pulse per Rev. to 255

Select number
rotation.

of pulses per

How to set?: b

CANCEL
Return to the previous without
changing the settings.

OK

Define the changes and the
settings.

The setting being made or
changed is shown in sky blue.
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8.6 Sync Set

Use the remote control unit to set the synchronization recording mode. The function is only
available to the LX main unit modified for the synchronization recording.

In the SYSTEM menu, locate the cursor at [Sync Set] by using the up/down keys, and then
press the ENTER key.

03/10117 11:33:44 READY I DRIVE READY

Sync Set

m ID:1 Master
_Stave Num |

CANCEL

Tacho Set
Sync Set

Procedures not to use the synchronization recording mode

1. Locate the cursor to [Sync ID], and then press the ENTER key.
2. Select <NO=>, then press the ENTER key.

3. Press the ENTER key when the cursor is located at [OK] to return to the SYSTEM menu.

Remarks:
Make sure to set [Sync ID] to <NO=> if you are not using the synchronization recording.

Procedures to use the synchronization recording mode
Read the LX Instruction Manual and follow it to connect the synchronization recording cable(s)
to the master unit and the slave unit(s).

Remarks:

Set the synchronization recording mode unit by unit when using the remote control unit.

Make sure to turning off the power when connecting/disconnecting the remote control unit.
Start and stop of the synchronization recording at the remote control unit connected to the
master unit after settings.

Connect the remote control unit to the slave unit also, if you need to monitor the signal of the
slave unit.

Make sure to set the slave unit(s) first, and then set the master unit at last.

Apply the same sampling frequency setting to the master unit and the slave unit(s).

Total 4 sets of the synchronization recording is possible (including the master unit).

You can set the synchronization recording mode by using the remote control unit connected to
each unit, however; the following procedures explain an example by using a single remote
control unit.

1. After connecting the synchronization recording cables to the units, connect the remote
control unit to the slave unit to set. Then turn on the power of the slave unit.

2. In the SYSTEM menu, locate the cursor at [Sync Set] by using the up/down keys, and then
press the ENTER key.

3. Locate the cursor to [Sync ID], and then press the ENTER key.
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4. Select one out of <ID:2 Slave> to <ID:4 Slave> by using the up/down keys.

The ID must be the series number depending on the numbers of the slave units to be
connected.

If there are total two units to be synchronized (ie., there is one slave unit), select the ID of
<ID:2 Slave>. If there are total three units to be synchronized (ie., there are two slave units),
select the ID of <ID:2 Slave> and <ID:3 Slave> for each slave unit.

03110/17 11:33:37 READY DRIVE READY

Sync Set

T 1022 Slave

CANCEL

Tacho Set
Sync Set

5. Press the ENTER key.
6. Locate the cursor to [OK], and then press the ENTER key.

7. Turning off the power of the slave unit, and then connect the remote control unit to other
slave unit to follow the procedures above.

8. Before connecting the remote control unit to the master unit, turn on the power of all slave
units.

9. Connect the remote control unit to the master unit, and turn on the power of the master
unit.

10 In the SYSTEM menu, locate the cursor at [Sync Set] by using the up/down keys, and
then press the ENTER key.

11 Locate the cursor to [Sync ID], and then press the ENTER key.

12 Select the <ID:1 Master> by using the up/down keys, and then press the ENTER key.

Il]3f1l]s’1? 11:33:44 READY DRIVE READY

Sync Set

m ID:1 Master
_Stave Num_|

CANCEL

Tacho Set
Sync Set

13 Locate the cursor to [Slave Num], and then press the ENTER key.
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14 Select the number of the slave units, and then press the ENTER key.

15 The <Slave Check> is displayed. Confirm the number which set at [Slave Num] is
correct. Press the ENTER key by locating the cursor at [OK]. Then, return to the SYSTEM

menu.
If <NONE> or <NG> is displayed, press the ENTER key by locating the cursor to [CANCEL].

Check if the connections or the settings are correct to try again the <Slave Check>.

CANCEL

Sync Set
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